AEC S/\\ 


SECTION 4 OF 10 NAVSHIPS 94200.| 


DIRECTORY 
OF 


COMMUNICATION 
EQUIPMENT 


(CONTINUED) 


PREPARED BY 
U.S. NAVY 
ELECTRONICS SUPPLY OFFICE 
GREAT LAKES, ILLINOIS 


UNCLASSIFIED 


TELETYPEWRITER RECTIFIER 


December 1956 


Radio-Auxiliary 


PP-1010/UG 


AND CABLE ASSEMBLY 


Loop Circuit Resistor Assembly 


Teletypewriter Rectifier and Cable Assembly 


UNCLASSIFIED 


FUNCTIONAL DESCRIPTION 
The PP-1010/UG is designed to furnish 


direct current to the elements included in a 
telegraph line loop circuit such as the sel]- 
ector magnets, motor starting relay, etc., 
on a teletypewriter. It wil] provide a signal 
line voltage between one teletypewriter and 
the radio termina] equipment aboard ship or 
between two teletypewriters connected in a 
loca] wire circuit. When more than one tele- 
typewriter and a converter unit are used in 
a circuit aboard ship, the direct current 
voltage for the signa] line and associated 
equipment wil] require another typeof recti- 
fier. 

It is installed on the power distribution 
panel in a TT-47/UG, fT-48/UG, TT-69/UG, 
TT-70/UG or TT-47A/UG, TTI-48A/UG, TT-69A/UG, 
TT-70A/UG, and the TT-176/UG Teletypewriter. 

No field changes in effect at time of 
preparation (13 July 1956). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


OUTPUT POWER: 120 v DC, 0.12 amp. 

POWER CONSUMPTION: 23 W. 

TYPE RECTIFICATION: (2) half wave 100 ma 
selenium stacks arranged for ful] wave 
connection to transformer. 

POWER SUPPLY: 115 v nom, 50 to 60 cps. 

LOOP CIRCUIT RESISTOR ASSEMBLY: Provides 
for limiting current to signal] line ]oop 
to 20 or 60 ma, however approx 100 ma 
may be obtained. 


MANUFACTURER'S OR CONTRACTOR'S DATA 


Teletype Corp., Chicago, Illinois 
Contract NObsr 63371. 
Approximate Cost: $50.00 with equipment spares. 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes. 


REFERENCE DATA AND LITERATURE 


NAVSHIPS 92142: Technica] Manual] for Tele- 
typewriter Rectifier and Cable Assembly 
PP-1010/UG. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE BUSHIPS 


PROCUREMENT COGNIZANCE 
STOCK NO. 


1.2 PP-1010/UG: 1 


eo 


Radio-Auxiliary UNCLASSIFIED 


PP-1010/UG TELETYPEWRITER RECTIFIER December 1956 
AND CABLE ASSEMBLY 


SHIPPING DATA 


NUMBER 


VOLUME OVERALL DIMENSIONS 
sone CONTENTS AND IDENTIFICATION (Cu.Ft.) finches) 


1 Teletypewriter Rectifier and Cable 
Assembly PP-1010/UG 21 2X ed eK 6/2 2.5 
1 Resistor Assembly — 3-1/2 X 3-1/2 X 5-1/4 0.75 
EQUIPMENT SUPPLIED DATA 
| 
QUANTITY OVERALL DIMENSIONS WEIGHT 
PER NAME AND NOMENCLATURE ae | (Ibs.) 
EQUIPT (inches) s. 
at Teletypewriter Rectif ier And Cable 
Assembly 
ah Resistor Assembly 


1.2 PP-1010/UG: 2 UNCLASSIFIED 


UNCLASSIFIED 
June 1957 


POWER SUPPLY 


Radio-Auxiliary 


PP-1011/UG 


Power Supply PP-1011/UG 


FUNCTIONAL DESCRIPTION 


The PP-1011/UG is a table mounted unit 
intended to be used as a DC supply for a 
group of teletypewriters, and can be used up 
to its maximum output current rating of 0.4 
amperes. 

It is designed to produce 120 volts direct 
current from an 115 or 120 volt alternating 
current, 50 or 60 cycle supply. The voltage 
output is well regulated and will remain 
constant within plus or minus 2 percent with 
an AC voltage input change of plus or minus 
10 percent. The DC voltage output will also 
remain regulated to the same degree when 
subjected to varying load changes of from 
half load to full load. 

No field changes in effect at time of 
preparation (13 November 1956). 


RELATION TO OTHER EQUIPMENT 


Equipment Required but not Supplied: 
Test Equipment as Required. 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 
REGULATED OUTPUT 


VOLTAGE: 120 v DC. 
VOLTAGE ACCURACY: +2% with AC input of 


UNCLASSIFIED 


+10%. 
CURRENT: 0.4 amps max. 
RIPPLE: Ripple free DC produced by filter 
circuit. 
POWER REQUIREMENTS: 115 or 120 v, 50 or 60 
cps, single phase, 150 va. 
HEAT DISSIPATION: 100 W. 


MANUFACTURER'S OR CONTRACTOR'S DATA 
Whiteford Laboratory, Lynn, Massachusetts. 
Contract NObsr-71032, dated 20 September 

1955. 


Approximate Cost: $120.00 with equip- 


ment spares. 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes. 


REFERENCE DATA AND LITERATURE 


Technical Manual for Power Supply PP-1011/UG. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE BUSHIPS 


PROCUREMENT COGNIZANCE SH! PS—P— 1841 
STOCK NO. 


1.2 PP-1011/uG: Hi 


- 


UNCLASSIFIED 
Radio-Auxiliary June 1957 


PP-1011/UG POWER SUPPLY 


SHIPPING DATA 


NUMBER VOLUME OVERALL DIMENSIONS 
Bo CONTENTS AND IDENTIFICATION (Cu.Ft.) Pchasi 


1 


Power Supply PP-1011/UG including: 1.6 10 X 20 X 22 
(2) Technical Manual 


EQUIPMENT SUPPLIED DATA 


OVERALL DIMENSIONS 
NAME AND NOMENCLATURE J 
(inches) 


| Power Supply PP-1011/UG 5-3/4 X 17 X 19 


WEIGHT 
(Ibs.) 


QUANTITY 


1.2 PP-1011/UG: 2 UNCLASSIFIED 


UNCLASSIFIED 


April 1958 


Power Supply PP-106/0 
FUNCTIONAL DESCRIPTION 


The PP-106/U is a portable,general pur- 
pose, voltage-regulated power supply for e- 
lectronic equipment, designed primarily for 
use with Test Set TS-24A/ARR-2 and Crystal 
Calibrated Frequency Indicating Equipment 
LM-14. 

This supply furnishes a continuous varia- 
ble DC voltage, adjustable by means of a 
single control, from 90 to 300 v. The output 
is regulated electronically within 2 percent. 

No field changes in effect at time of 
Preparation (8 October 1957). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


REGULATED DC OUTPUT METER 
RANGE: 0 to 500 v. 


POWER SUPPLY 


Radio-Auxiliary 


PP-106/U 


SENSITIVITY: 1000 ohms per v. 
ACCURACY: Within 2%. 
REGULATED DC OUTPUT 
VOLTAGE: 90 to 300 v. 
CURRENT: 0.01 to 0.08 amp at 90 to 270 v; 
0.01 to 0.06 amp at 270 to 300 v. 
MAXIMUM RIPPLE: Less than 1.0 v peak to 


peak. 
AC OUTPUT 
VOLTAGE: 6.3 v, 12.6 v, or 28 v. 
CURRENT: 5.0 amp or 2.5 amp. 
MAXIMUM SAFE OPERATION: 24 hr. 
POWER SOURCE REQUIRED: 115 v +10%, 50 to 


1200 cps, single ph, 1.6 amp max. 


MANUFACTURER'S OR CONTRACTOR'S DATA 
Automatic Mfg Corp., East Newark, N.J. 
Contract NOas-3947. 
TUBE AND/OR CRYSTAL COMPLEMENT 


(1) SR4GY (1) 6X5GT/G (2) 1625 
(1) 6SJ7 (1) 0C3/VR105 


Total Tubes: (6) 


REFERENCE DATA AND LITERATURE 


AN08-35PP106-2: Handbook of Maintenance 
Instructions for Power Supply PP-106/U. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE 


PROCUREMENT COGNIZANCE 
STOCK NO. 


SHIPPING DATA 


NUMBER 

OF CONTENTS AND IDENTIFICATION 
BOXES 

1 Power Supply PP-106/U consisting 


3 Cables 
Equipment Spare Parts 
1 Technical Manual 


VOLUME OVERALL DIMENSIONS cere 
(Cu.Ft.) (inches) (Ibs.) 
21 x 2u-1/2 x 28 95 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
PER 
EQUIPT 


Power Supply PP-106/U 
Out put Cable CC-102 
Out put Cable CC-103 
Input Cable CC-101 
Technical Manual ANO8-35PP106—2 
Set of Equipment Spares 


PRPPPPPR 


UNCLASSIFIED 


WEIGHT 
(Ibs.) 


7-3/4 x 10-9/16 x 14 
48 1g 
48 1g 
120 1g 
1/4 x 8-1/2 x 11 


1.2 PP-106/U: 1 


UNCLASSIFIED Radio Auxiliary 


December 1956 POWER SUPPLY PP-109/GR,112/GR 


The PP-109/GR and PP-1:2/GR can be oper- 
ated continuously for receiving only, but 
when used alternately for transmitting and 
receiving they should not be used for more 
than five minutes of continuous operation. 

No field changes in effect at time of 


Preparation (17 July 1956). 


RELATION TO OTHER EQUIPMENT 


Equipment Required but not Supplied: (1) 
Storage Battery, 12 volt (PP-109/GR) or 24 
volt (PP-112/GR); (1) Receiver-Transmitter 
or Dummy Load; Test Equipment as Required. 


5 ELECTRICAL AND MECHANICAL CHARACTERISTICS 


INPUT DATA 


Power Supply PP-109, 112/GR PP-112/GR: 25.2 v DC, 7.0 amp. 
PP-109/GR: 12.6 v DC, 11.5 amp. 
FUNCTIONAL DESCRIPTION VIBRATOR DATA 


PP-112/GR: °24 v type. 


5 M — i 
The PP-109/GR and PP-112/GR are vibrator PP-RUO/Re: brake eee, 


type power supplies which derive power from 


12 and 24 volt storage batteries respecti- SERVICE CONDITIONS 

vely. They are designed specifically to pro- ALTITUDE: 10,000 ft max. 

vide operating power for any one of Receiver- NORMAL OPERATING TEMPERATURE: -40 degC 
Transmitters RT-66/GRC, RT-67/GRC and RT- to +55 deg C(-40 deg F to +130 deg F). 
68/GRC, and means are provided for energi- SHOCK AND VIBRATION: Will stand shocks, 


zing the power circuits for the receiver 
only, or the power circuits for both the re- 


: : ting over rugged terrain. 
ceiver and the transmitter. They also have aid 8 . ; ; 
ne aine to willow eilteter dich ox low,-power opens WEATHER AND CLIMATE: Immersion and fungi- 


ation of the receiver-transmitters. proofed. 


POWER DRAINS (FILAMENT AND CONTROL CIRCUIT) 


strains, and vibration in a vehicle 


LOW POWFR 
RECEIVER FILAMENTS 6 6,3 v DC, 595 ma 
TRANSMITTER FILAMENTS 6.3 v DC, 1.415 amp 6.3 v DC, 1.415 amp 
RELAY CONTROL CIRCUITS 5.6 v DC, 431 ma 5.6 v DC, 43] ma 


PLATE, SCREEN, AND BIAS POWER DRAINS 


“40 
450 v IC, 75 ma 
250 v DC, 11.5 ma 
150 v DC, 37.5 ma 
100 v 1, 19 ma 
85 v DC, 70.7 ma 


0 volts 
0 volts 
0 volts 
105 v NC, 20 ma 
85 v XC, 50.5 ma 


0 volts 
0 volts 
0 volts 
105 v DC, 20 ma 
85 v DC, 50.5 ma 


200 v DC, 33.5 ma 
150 v DCM 4.8 ma 
90 v IC, 22.5 ma 
90 v DC, 17 ma 
90 v NC, 75 ma 


-27 v MC, 2 ma 0 volts 0 volts 0 volts 
MANUFACTURER'S OR CONTRACTOR'S DATA TUBE AND/OR CRYSTAL COMPLEMENT 
Contract MIPr. 881-53003 Ee (1) OB2 (1) OA2 
Approximate Cost: $200.00 PP-109/GR with Total: Tuheac (43) 
equipment spares. PP-109/GR 
Approximate Cost: $180.00 PP-112/GR with (2) 1007 (1) OB2 (1) OA2 
equipment spares. Tota] Tubes: (4) 


UNCLASSIFIED 1.2 PP-109/GR: 1 


Radio Auxiliary UNCLASSIFIED 


PP-109/GR,112/GR POWER SUPPLY 


REFERENCE DATA AND LITERATURE ee eae 
DESIGN COGNIZANCE TASSA 


5 2 PROCUREMENT COGNIZANCE 
TM11-5036 Technical Manual for Power Supplies sige Ko. 


PP-109/GR and PP-112/GR. 


SHIPPING DATA 


NUMBER VOLUME OVERALL DIMENSIONS WEIGHT 
OF CONTENTS AND IDENTIFICATION (Cu.Ft.) (inches) PACKED 
BOXES ong \ (Ibs.) 


| Not Avialable | | 


EQUIPMENT SUPPLIED DATA 


OVERALL DIMENSIONS WEIGHT 


QUANTITY 
PER NAME AND NOMENCLATURE (inches (Ibs.) 
EQUIPT inche e 


35 


1 | Power Supply PP-109/GR or PP-112/GR | 7-1/4 X 9-1/u X 12-7/8 


1.2 PP109/GR: 2 UNCLASSIFIED 


UNCLASSIFIED 


April 1958 


Power Supply PP-1092/U 


FUNCTIONAL DESCRIPTION 


The PP-1092/U is used generally to supply 
all DC power for electronics equipments such 
as SCR-522, AN/ARC-1, AN/ARC-3 etc. 

' No field changes in effect at time of 
preparation (13 March 1958). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 

POWER SOURCE REQUIRED: 115 or 230 v, 60 cps, 
single ph, 450 W. 

OUTPUT VOLTAGES: +360 v DC at 360 ma; 150 
v DC at 30 ma, either 13 v DC or 26 v DC 
at 4,0 amp. The +360 v DC and -150 v DC 
is electronically regulated to within 2%. 


POWER SUPPLY 


Radio-Auxiliary 


PP-1092/U 


MANUFACTURER'S OR CONTRACTOR'S DATA 


J.H. Keeney and Co. Inc, Chicago, [1]. 
Type No. KU-4. 
Contract: NObsr-63227, dated 13 Feb 
1953. 
Approximate Cost: 
ment spares, 


$294.22 with equip- 


TUBE AND/OR CRYSTAL COMPLEMENT 


(2) 5U4G (2) OA2 


(1) 6AG5 


(1) SY3GT 
(4) 6AUS 


Total Tubes: (10) 


No Crystals used 


REFERENCE DATA AND LITERATURE 


J. H. Keeney Co. “Instructions and Parts List 
for Rectifier Power Supply Type KU-4". 


TYPE CLASSIFICATION 


DESIGN COGNIZANCE BUSH I PS 


PROCUREMENT COGNIZANCE 
STOCK NO. 


SHIPPING DATA 


NUMBER 
CONTENTS AND IDENTIFICATION 


Power Supply PP-1092/U 
Set Equipment Maintenance Spares 


OVERALL DIMENSIONS 
(inches) 


VOLUME 
(Cu.Ft.) 


15 x 16 x 20 
Te Xe SX, ISP 


EQUIPMENT SUPPLIED DATA 


OVERALL DIMENSIONS 
NAME AND NOMENCLATURE | 
(inches) 


QUANTITY 
PER 
EQUIPT 


Power Supply PP-1092/U 
Set Equipment Maintenance Spares 
Connector-Electrical, Plug 


UNCLASSIFIED 


WEIGHT 
(tbs.) 


LOT x’ MORK 120 85 
TCX LS CXL 60 
1-15/32 dia x 2-1/8 0.133 


1.2 PP-1092/U: 1 


19 July 1962 POWER SUPPLY PP-1097/G 


Cog Service: TASSA FSN: 6130-500-3595 Functional Class: 
USA USN USAF 
TYPE CLASS: Used by Used by 


MANUFACTURER'S NAME/CODE NUMBER: Eldico of New York Inc., (01650). 


Power Supply PP-1097/G 


FUNCTIONAL DESCRIPTION: 


The Power Supply PP-1097/G is a selenium rectifier type power unit designed to convert ac 
to 6, 12 or 24 volts dc. The unit is used as a source of power in maintenance shops, at 
fixed installations for the operation of radio sets, direction-finder sets, automatic pilots, 
and marker beacon receiving sets. 

No field changes in effect at time of preparation (3 January 1962). 


TECHNICAL CHARACTERISTICS: 
TYPE OF INSTALLATION: Portable. 
TYPE OF RECTIFICATION: Metallic, full—wave. 


TYPE OF RECTIFIER ELEMENT: Magnesium-copper oxide. 
EQUIPMENT FUNCTION: To convert ac to low voltage dc. 


1.2 PP-1097/G: 1 


PP-1097/G POWER SUPPLY 


OPERATING POWER RQMT 
IN PUT 
VO. STAGE etiouy waci 
FREQUENCY: 60 cps. 
OUTPUT: 6 v de, SO amp; 12 v dc, 25 amp; 24) VidGren2m5 amp. 
RELATION TO OTHER EQUIPMENT: 


The PP-1097/G is designed to be used with, but not part of Receiving Set, Radio AN/ARN-30, 
Direction Finder Set AN/ARD-7 and AN/ARD-8, Marker Beacon Receiving Set AN/ARN-12 and Auto- 
matic Pilot AN/ASN-5. 

EQUIPMENT REQUIRED BUT NOT SUPPLIED: None. 
MAJOR COMPONENTS 


QTY ITEM STOCK NUMBERS DIMENSIONS WEIGHT 
(INCHES) (LBS) 


a a RE RO ere eS OI Le 
1 Power Supply PP-1097/G 9x 14 x 22 
REFERENCE DATA AND LITERATURE: 
TM11-5111: Technical Manual for Power Supply PP-1097/G, PP-1097A/G and PP-1097B/G. 
TUBE, CRYSTAL AND/OR SEMI-CONDUCTOR DATA: 
TUBES: None used. 
CRYSTALS: None used. 
SEMI-—CONDUCTORS: None used. 
SHIPPING DATA 
1 5.9 130 


PROCUREMENT DATA 


PROCURING SERVICE: TASSA DESIGN COG: TASSA 
SPEC &/OR DWG: 


CONTRACTOR LOCATION CONTRACT OR APPROX. 
ORDER NO. UNIT COST 


Eldico of New York Inc. Mineola, L. |., N. Y. 


a 


1.2 PP-1097/G: 2 


UNCLASSIFIED 


February 1960 


POWER SUPPLY 


Power Supply PP-1097A/G 
FUNCTIONAL DESCRIPTION 


Power Supply PP-1097A/G is a selenium 
rectifier type power unit designed to con- 
vert ac to 6, 12, or 24 volts dc. The unit 
is used as a source of power in maintenance 
shops at fixed installations for the opera- 
tion of radio sets, direction-finder sets, 
automatic pilots, and marker beacon receiv- 
ing sets. 

The power supply consists of a panel and 
chassis assembly inclosed in a ventilated 
steel case. All the controls and instruments 
necessary for the operation of the unit are 
mounted on the front panel. Connections for 
the desired de output voltage are made on a 
link terminal board located beneath the top 
cover. 

No field changes in effect at time of 
preparation (29 June 1959). 


RELATION TO OTHER EQUIPMENT 


This unit similar to Power Supply PP- 
1097B/G, except that the PP-1097A/G includes 
four separately mounted selenium rectifiers 
and the PP-1097B/G includes one selenium 


Radio-Auxiliary 


PP-1097A/G 


rectifier assembly consisting of four sec- 
tions. 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


INPUT 
VOLTAGE: 115 volts AC. 
FREQUENCY: 60 cy. 
PHASE: Single. 

OUTPUT: 6 volts DC, 50 amp. 


12 volts dc, 25 amp. 
24 volts dc, 12.5 amp. 


MANUFACTURER'S OR CONTRACTOR’S DATA 


Eldico of N. Y. Inc., Mineola, L.I., N.Y. 
Model DC-400. 
Order No. 21758-PH-56-55(31). 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes or Crystals used. 


REFERENCE DATA AND LITERATURE 
TM11-5111: Technical Manual for POWER SUP- 


PLY PP-1097A/G and PP-1097B/G. 


TYPE CLASSIFICATION 


DESIGN COGNIZANCE TASSA 
PROCUREMENT COGNIZANCE 


STOCK NO. 


SHIPPING DATA 


NUMBER 
OF CONTENTS AND IDENTIFICATION 


Power Supply PP-1097A/G 


WEIGHT 
PACKED 
(Ibs.) 


OVERALL DIMENSIONS 
(inches) 


VOLUME 
(Cu.Ft.) 


17 X 25 X 30 130 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
PER 
EQUIPT 


NAME AND NOMENCLATURE 


Power Supply PR-1097A/G 


UNCLASSIFIED 


WEIGHT 
(Ibs.) 


OVERALL DIMENSIONS 
(inches) 


9X 14 X 22 


1.2 PP-1097A/G: 1 


UNCLASSIFIED 
February 1960 


POWER SUPPLY 


Power Supply PP-1097B/G 


FUNCTIONAL DESCRIPTION 


Power Supply PP-1097B/G is a selenium 
rectifier type power unit designed to con- 
vert ac to 6, 12, or 24 volts dc. The unit 
is used as a source of power in maintenance 
shops at fixed installations for the operas 
tion of radio sets, direction-finder sets, 
automatic pilots, and marker beacon receiv- 
ing sets. 

The power supply consists of a panel and 
chassis assembly inclosed in a ventilated 
steel] case. All the controls and instruments 
necessary for the operation of the unit are 
mounted on the front panel. Connections for 
the desired dc output voltage are made on a 
link terminal board located beneath the top 
cover. 

No field changes in effect at time of 
preparation (29 June 1959). 


RELATION TO OTHER EQUIPMENT 


This unit is similar to Power Supply PP- 
1097A/G, except that the PP-1097A/G includes 


RadiosAuxiliary 


PP-1097B/G 


four separately mounted selenium rectifiers, 
while the PP-1097B/G includes one selenium 
rectifier assembly consisting of four sec- 
tions. 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


INPUT 
VOLTAGE: 
FREQUENCY: 
PHASE: 

OUTPUT: 


115 v AC. 
60 cy. 
Single. 
6 volts DC, 50 amp. 
12 volts DC, 25 amp. 
24 volts DC, 12.5 amp. 


MANUFACTURER'S OR CONTRACTOR'S DATA 


Madigan Corp., Carle Place, L. I., N. Y. 


Order No. 19795-PP-58. 


TUBE AND/OR CRYSTAL COMPLEMENT 


No-Electron Tubes or Crystals used. 


REFERENCE DATA AND LITERATURE 


TM11-5111: Technical Manual for Power Supply 
PP-1097A/G and PP-1097B/G. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE TASSA 


PROCUREMENT COGNIZANCE 
STOCK NO. 


SHIPPING DATA 


Power Supply PP-10978/G 


VOLUME 
(Cu.Ft.) 


EQUIPMENT SUPPLIED DATA 


QUANTITY 

PER NAME AND NOMENCLATURE 
EQUIPT 

1 Power Supply PP-10978/G 


UNCLASSIFIED 


OVERALL DIMENSIONS 


(inches) (Ibs.) 


9X 14 X 22 


1.2 PP-1097B/G: 


WEIGHT 


1 


UNCLASSIFIED Radio, Auxiliary 


December 1956 POWER SUPPLY PP-1098/GRC-9 


Power Supply PP-1098/GRC-9 


FUNCTIONAL DESCRIPTION MANUFACTURER'S OR CONTRACTOR’S DATA 
Charleston Naval Shipyard, Charleston, 
The PP-1098/GRC-9 is designed to convert Seas 
115 v 60 cycle single phase AC into the proper Order NO: 10704/53 


DC voltages to operate Radio Set AN/GRC-9. 
The equipment is suitable for use either 
; : TUBE AND/OR CRYSTAL COMPLEMENT 

on shipboard or at shore stations where the 
normal supply voltage is 115 v, 60 cycle, 


single phase. 


(1) SR4WGY 
Total Tubes: (1) 


No field changes in effect at time of 
preparation (13 July 1956). 


REFERENCE DATA AND LITERATURE 


ELECTRICAL AND MECHANICAL CHARACTERISTICS NAVSHIPS 92310 Technical Manual for Power 


Supply PP-1098/GRC-9 
POWER INPUT: 115 v, 60 cycle, single phase 


215 W max at rated load. 

OUTPUT : 470 v DC at 95 ma, 105 v DC at 42 TYPE CLASSIFICATION 
ma, 105 v DC at 17 ca, 6.1 v DC at 2.5 DESIGN COGNIZANCE BUSHIPS 
amp, 1.5 v DC at 450 ma, and 65 W max at PROCUREMENT COGNIZANCE 
rated load. STOCK NO. 


UNCLASSIFIED 1.2 PP-1098/GRC-9: 1 


UNCLASSIFIED 


\ 
Radio, Auxiliary 
December 1956 


PP-1098/GRC-9 POWER SUPPLY 
> SHIPPING DATA 
NUMBER VOLUME OVERALL DIMENSIONS WEIGHT 
OF CONTENTS AND IDENTIFICATION tcure es PACKED 
BOXES i (Ibs.) 
st Power supply PP-1098/GRC-9 includes 
A.C. power cord 
EQUIPMENT SUPPLIED DATA 
QUANTITY OVERALL DIMENSIONS WEIGHT 
PER NAME AND NOMENCLATURE ; 
EQUIPT (inches) (Ibs.) 
1 Power supply PP-1098/GRC-9 9 X 16-1/2 X 10-1/4 59 
Al A.C. power cord al 


UNCLASSIFIED 


1.2 PP-1098/GRC-9: 2 


UNCLASSIFIED 
January 1958 Radio-Auxiliary 


POWER SUPPLY PP-1104A/G 


No field changes in effect at time of 
preparation (10 June 1957). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


OUTPUT DATA 
VOLTAGE: 11.5 to 17.5 v DC or 23 to 35 v 
DC. 
CURRENT: 100 amps at 14 v, SO amps at 28 
v. 
RIPPLE VOLTAGE: 90%. 
POWER REQUIREMENTS: 115 or 230 v, 60 eps, 
single ph, 28 amps. 


TUBE AND/OR CRYSTAL COMPLEMENT 


NEGATIVE 


OUTPUT - Me a : = 
TERMINAL OUTPUT SELECTION 
UINKS TERMINALS No Electron Tubes. 


Power Supply PP-11044/G 
REFERENCE DATA AND LITERATURE 


TM11-5126: Technical Manual for Power Supply 
FUNCTIONAL DESCRIPTION PP-1104A/G. 


The PP-1104A/G is designed to convert 


alternating current to direct current, and TYPE CLASSIFICATION 

is used in maintenance shops as a source of DESIGN COGNIZANCE TASSA 
low-voltage direct-current for maintenance PROCUREMENT COGNIZANCE 
of communication equipment. STOCK NO. 


SHIPPING DATA 


NUMBER VOLUME OVERALL DIMENSIONS WEIGHT 
OF CONTENTS AND IDENTIFICATION (Cu.Ft.) . PACKED 
BOXES 2u.Fet. (inches) (Ibs.) 


1 Power Supply PP—1104A/G 7.9 17 X 26 X 31 287 


EQUIPMENT SUPPLIED DATA 


OVERALL DIMENSIONS 
NAME AND NOMENCLATURE ‘ 
(inches) 


Power Supply PP=1104A/G 13.3 X 22.3 X 27.6 
Technical Manual TM11—5126 0.125 X 6.0 X 9.125 


QUANTITY 
PER 
EQUIPT 


UNCLASSIFIED 1.2 PP-1104A/G: 1 


UNCLASSIFIED 


October 1957 Radio-Auxiliary 


VIBRATOR INVERTER PP-1116A/FRC 


MOUNTING 
RACK 


EJECTING 
LEVERS 


Vibrator Inverter PP-1116A/PRC 
FUNCTIONAL DESCRIPTION OUTPUT: 115 v AC, 3.5 amp. 


The PP-1116A/FRC is a heavy-duty power 
supply that incorporates dua] plug-in vi- TUBE AND/OR CRYSTAL COMPLEMENT 
brators with automatic switching. The inverter 
is used in mobile insta]]ations where a No Electron Tubes. 
source of 115 v AC at 60 cps is required for 
operating communication equipment. The in- 
verter may be used on trains where an input REFERENCE DATA AND LITERATURE 
of 64 v DC at 8.5 amp is available for oper- 
ating railroad dispatching communication TM11-906: Technica) Manua) for Vibrator 
equipment or for operating any equipment on Invertor PP-1116A/FRC. 
trains that requiresa11]l5 v AC power source. 
By making suitable connections, the inverter 
may be operated from a remote point. 

No field changes in effect at time of 
preparation (21 March 1957). 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE TASSA 


ELECTRICAL AND MECHANICAL CHARACTERISTICS i okey gu SOOM ANCE 


INPUT: 64 v DC, 8.5 amp. 


UNCLASSIFIED 1.2 PP-1316A/FRC: 1 


UNCLASSIFIED 
Radio-Auxiliary 


PP-1116A/FRC VIBRATOR INVERTER 


October 1957 


SHIPPING DATA 


NUMBER VOLUME OVERALL DIMENSIONS WEIGHT 
OF CONTENTS AND IDENTIFICATION (Cu.Ft.) (theWes) PACKED 
BOXES Cie (Ibs.) 
miasinscaales 
1 Vibrator Inverter PP—1116A/FRC Rack 
EQUIPMENT SUPPLIED DATA 
QUANTITY 
Pee we aie necMeie ilaaes OVERALL DIMENSIONS WEIGHT 
EQUIPT (inches) (Ibs.) 
1 ibrator Inverter PP—1116A/FRC 8 X 10-3/16 X 2u-3/16 
1 ack 4 X 17-5/16 X 21/2 
1 et Running Spares 


1.2 PP-11l16A/FRC: 2 


UNCLASSIFIED 


UNCLASSIFIED 


October 1957 Radio-Auxiliary 


POWER SUPPLY PP-1126/U,1127/U,1128/U 


24 v DC at 245 ma. 
1.4 v DC at 1.25 amp. 
PP-1127/U: 6.3 v AC at 450 ma. 
6.3 v AC at 750 ma. 
1.4 v DC at 1.25 ma. 
PLATE, SCREEN, BIAS CIRCUIT POWER OUTPUT: 
155 v DC at 15 ma. 
150 v DC at 5 ma. 
140 v DC at 50 ma. 
-40 v DC at 0.5 ma. 
ALTITUDE: 10,000 ft max. 
OPERATING TEMPERATURE: -40 deg C to +55 deg 
Ge 


5 : ee TUBE AND/OR CRYSTAL COMPLEMENT 
Power Supply PP-1126/0, 
PP-1127/0, PP-1128/0 No Electron Tubes. 


FUNCTIONAL DESCRIPTION 


REFERENCE DATA AND LITERATURE 
The PP-1126/U, PP-1127/U and PP-1128/U 


are used with nontactical radio equipment on TM11-5104: Technical Manual for Power Sup- 
trains, small boats, vehicles and certain plies PP-1126/U, PP-1127/U and PP-1128/U. 
aircraft. 


They are the nonsynchronous vibrator type, 
and derive input power from 32 v, 64 v, and 
110 v DC sources, respectively. 

No field changes in effect at time of 
preparation (27 March 1957). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


INPUT POWER TYPE CLASSIFICATION 
PP-1126/U: 29 to 40 v DC at 860 ma. ida el Aoi 
PP-1127/U: 58 to 80 v DC at 410 ma. STOCK NO. 

PP-1128/U: 101 to 137 v DC at 370 ma. 

FILAMENT AND HEATER CIRCUIT OUTPUT POWER 

PP-1126/U: 6.3 v AC at 450 ma. 


EQUIPMENT SUPPLIED DATA 


NAME AND NOMENCLATURE Byres’ DIMENEIEIS 
(inches) 


Power Supply PP-1126/U, PP-1127/U or PP~1128/U 5 x 61/u x 7 


QUANTITY 
PER 
EQUIPT 


WEIGHT 


UNCLASSIFIED 1.2 PP-1126/U: 1 


UNCLASSIFIED 
October 1957 


Radio-Auxiliary 


POWER SUPPLY PP-1163 (XN-2)/URT 


High Voltage Booster Rectifier fransforser 


Cage, PP-1163(XN-2)/URT 


UNCLASSIFIED 


FUNCTIONAL DESCRIPTION 


The PP-1163(XN-2)/URT is used with an 
AN/URT-3 or AN/URT-4 equipment as a high 
voltage power supply in insta] ]ations where 
the specified three-phase, 220/440 v, 60 cps 
power isnot available. In such insta] ]ations 
it replaces Cabinet CY-994/URT and Power 
Supply PP-707/URT, both units of the AN/URT-3 
and AN/URT-4. Operating on a single phase 
Primary power of either 115 v, 60 cps or 
230 v, 60 cps, it supplies plate and screen 
voltages to the high-]eve] modulator (Radio 
Modu] ator MD-149/URT) andtothe RF Amplifier 
AM-519/URT of the AN/URT-3 and 4 equipment 
when the Jatter is operated at the 500 w 
level. 


No field changes in effect at time of 
preparation (22 March 1957). 


1.2 PP-1163(XN-2)/URT: 1 


UNCLASSIFIED 


Radio-Auxiliary October 1957 


PP-1163 (XN-2)/URT POWER SUPPLY 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 
Contract NObsr-57260, dated 5 March 


1952. 
POWER SOURCE: 115 or 230 v, 60 cps, single Federa] Telecommunication Laboratories, 
ph. Nutley, N.J. 


CURRENT DRAIN 
115 -V: 3.l amp (standby), 16.3 amp (oper- | TUBE AND/OR CRYSTAL COMPLEMENT 


ate). (4) 3B28 
230: 1.25 amp (standby), 8.1 amp (oper- Tota] Tubes: (4) 
ate). 


POWER FACTOR: 90%. 
OUTPUT: (at 500 wtransmitter operation only). REFERENCE DATA AND LITERATURE 


PHONE OPERATION: 2400 v DC at 550 ma. 
TELEGRAPH OR FASCIMILE OPERATION: 3000 v NAVSHIPS 92529: Technica] Manual] for Power 
DC at 340 ma. Supply PP-1163(XN-2)/URT. 
HEAT DISSIPATION: 700 w, nom. 


CLASSIFICATIO! 
MANUFACTURER'S OR CONTRACTOR'S DATA Me eS 


PROCUREMENT COGNIZANCE 
Federa] Telecommunication Laboratories, STOCK NO. 
Nutley, N.J. 


EQUIPMENT SUPPLIED DATA 


PER NAME AND NOMENCLATURE ishchiead 
EQUIPT 
1 HV Booster Rectifier Drawer 7-5/8 X 16 X 24-1 /y 
1 HV Booster Rectifier Frame 9-5/8 X 16 X 24-1/8 
1 HV Booster Rectifier Transformer Cage 11-1/2 X 20 X 24-1/4 
1 Set Installation Materials 
1 Technical Manual 1/2 X 8-1/2 X 11 
1 Transformer 3-13/32 X 3-13/32 X 4-21/32 


1. 2 PP=1163(XN- 2)/URT: UNCLASSIFIED 


UNCLASSIFIED 
January 1958 


POWER 


Power Supply PP-1175/SR 


OUTPUT SUPPLY DATA (VDC) 


RECEIVER FILAMENTS 
AUXILIARY RECEIVER 
FILAMENTS 

TRANSMITTER FILAMENTS 
RELAY CONTROL CIRCUITS 
PLATE, SCREEN, BIAS 


AUXILIARY RECEIVER Bt 


UNCLASSIFIED 


TRANSMIT 


HIGH 
6. 3(594 ma) 


6.3(1.05 amps) 
6.3(1.415 amps) 
5.6(431 ma) 
450(75 ma) 
250(11.4 ma) 
150( 37.5 ma) 
105(20 ma) 
85(70.8 ma) 
-27(2 ma) 
135(77.2 ma) 


Radio-Auxiliary 


SUPPLY PP-1175/SR 


FUNCTIONAL DESCRIPTION 


The PP-1175/SR is designed to operate 
from a 115 volt, single phase, 60-cycle pow- 
er source to supply the plate, filament, bias 
and relay voltages for Receiver-Transmitters 
RT-66/GRC, RT-67/GRC, or RT-68/GRC simul - 
taneously with auxiliary Radio Receiver R- 
108/GRC, R-109/GRC, or R-110/GRC. It provides 
for energizing the power circuits for the re- 
ceivers only, or the power circuits for both 
the receivers and transmitter. When inter- 
connected with Control Adapter MX-1986/SCR, 
it permits remote control of the above equip- 
ments providing modifications are made to the 
junction box of the associated Mounting MT- 
299/GR or MT-327/GR in accordance with Field 
Change Bulletin No. 1 of AN/SRC-10Y, 11Y, 
12Y,, \13Y, 14Y, or. Voy. 

No field changes in effect at time of 
preparation (12 August 1957). 


RELATION TO OTHER EQUIPMENT 


Equipment Required but not Supplied: (1) 
Cable Assembly CX-1211/U, (1) Cable DCOP-3, 
(1) Cable FCOP-3, (2) Technical Manual for 
AN/SRC Equipment, (2) Field Change Bulletin 
No. 1 for AN/SRC-10Y, 11Y, 12Y, 13Y, 14Y, or 
15Y. 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


POWER REQUIREMENTS: 115 v +5%, 60 cps, 
single ph, 200 W approx. 

AMBIENT TEMPERATURE LIMITATIONS: 0 to 50 
deg C (+32 to +122 deg F). 

HEAT DISSIPATION: Approx 108 W. 


RECEIVE 

LOW HIGH LOW 
6.3(594 ma) 6. 3(594 ma) 6.3(594 ma) 
6.3(1.05 amps) 6.3(1.05 amps) 6.3(1.05 amps) 
6.3(1.415 amps) 6.3(1.415 amps) 6.3(1.415 amps) 
5.6(431 ma) 5.6(431 ma) 5.6(431 ma) 
200(33.4 ma) 0 0 
105(4.8 ma) 0 0 
90(22.5 ma) 0 0 
105(20 ma) 105(20 ma) 105(20 ma) 
90(75 ma) 85(70.8 ma) 85(70.8 ma) 
0 0 0 
135(77.2 ma) 135(77.2 ma) 135(77.2 ma) 


1.2 PP-1175/SR: 1 


Radio-Auxiliary 


UNCLASSIFIED 


January 1958 


PP-1175/SR POWER SUPPLY 


MANUFACTURER'S OR CONTRACTOR'S DATA 


Mercury Manufacturing Corp., Buffalo, 


Wa lls 

Contract NObsr-64278, dated 30 June 
1954. 

Approximate Cost: $180.00 with equip- 


ment spares. 


TUBE AND/OR CRYSTAL COMPLEMENT 


(1) OA2WA (1) OB2WA 


Total Tubes: (2) 


EQUIPMENT SUPPLIED DATA 


snes 
NAME AND NOMENCLATURE PNERAR DIME NSEEY 
(inches) 


QUANTITY 
PER 
EQUIPT 


Power Supply PP—1175/SR 

Mat ing Connector CS-1320-(1) (s) 
Mating Connector CS—1320-(1) (P) 
Technical Manual NAVSHIPS 92904 


Nee pe 


1.2 PP-1175/SR: 2 


(4) 1N248 (6) 1N540 


Total Crystals: (10) 


REFERENCE DATA AND LITERATURE 


NAVSHIPS 92904: Technical Manual for Power 
Supply PP-1175/SR. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE BUSHIPS 


PROCUREMENT COGNIZANCE SH/IPS—P—1514 
STOCK NO. 


WEIGHT 
(Ibs.) 


7-1/4 X 9 X 1u-3/32 


UNCLASSIFIED 


UNCLASSIFIED 


June 1957 Radio-Auxiliary 


POWER SUPPLY REMOTE PP-1211/U,SA-405/U 
CONTROL BOX 


Power Supply Remote Control Box PP-1211/0, SA-405/0 


UNCLASSIFIED 1.2 PP-1211/U: 1 


Radio-Auxiliary 


PP-1211/U,SA-405/U 


UNCLASSIFIED 


June 1957 


POWER SUPPLY REMOTE 


CONTROL BOX 


FUNCTIONAL DESCRIPTION 


The PP-1211/U provides six simultaneous 
outputs of voltage, AC and rectified DC, to 
mode] TBL radio transmitters originally de- 
signed to operate from a DC power Source. 
The primary voltage is stepped up or down by 
a transformer with seven secondary windings, 
two of which supply AC power and five which 
after being rectified and filtered are ap- 
plied as DC power to the TBL equipment. Se- 
lection of input voltages is accomplished 
manually by use of shorting bars or a terminal 
board. 

The SA-405/U is designed for mounting 
outside the cabinet of the PP-1211/U on a 
table or bulkhead and contains a voltage- 
control switch and an indicator lamp. 

No field changes in effect at time of 
preparation (25 Sept 1956). 


RELATION TO OTHER EQUIPMENT 


Connecting Cables as required. 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


OUTPUT DATA (SIMULTANEOUS) 


VOLTS CURRENT 
2000 DC 0.7 amp 
1000 DC 0.2 amp 
250 DC 0,5 amp 
230 or 115 DC 2.75 or 5.5 amp 
220 AC 1.12 amp 
115 AC 0.5 amp 
OUTPUT REGULATION: 10%. 
EFFICIENCY: 55% min at full load. 
OVERLOAD: 25% (continuous). 
DUTY: Continuous. 
INPUT DATA: 220 or 440 v rns nom, 60 cps, 
ph, 


TEMPERATURE DATA 


AMBIENT: 22 deg C. 
OPERATING: ~45 to +50 deg C. 
RISE: 125 deg C max, 


RELATIVE HUMIDITY: 0 to 95%. 

COOLING METHOD: Natural ventilation. 
ENCLOSURE: Drip-proof. 

REMOTE CONTROL BOX: Selects 1000 or 2000 


Vv outputs. 


MANUFACTURER'S OR CONTRACTOR'S DATA 


International Rectifier Corp 
Perkin Engineering Corp; 
Contract NObsr- 63386, dated 27 March, 
19IS:3r 
Approximate Cost: 
ment spares. 


$950.00 with equip- 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes, 


REFERENCE DATA AND LITERATURE 


Technical Manual for Power Supply PP-1211/U, 
Remote Control] Box SA-405/U. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE BUSHIPS 


SHI PS=P-1016 


PROCUREMENT COGNIZANCE 
STOCK NO. 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
PER 
EQUIPT 

Power Supply PP=1211/U 
Remote Control Box SA-405/U 
Technical Manuals 


1,2 PP-1211/U: 2 


NAME AND NOMENCLATURE 


| 
WEIGHT 
(Ibs.) 


OVERALL DIMENSIONS 
(inches) 


15 X 21-5/8 X 45=3/4 
3-3/u X 4-1/2 X 5-3/8 


2-1/4 


UNCLASSIFIED 


UNCLASSIFIED 
October 1957 


RECTIFIER 


RUGSER SHOCK & 


S5SORsER 


FUNCTIONAL DESCRIPTION 


The PP-125/VT is a ful]-wave, se)enium- 
disk rectifier capable of converting 95 to 
125 v, single ph, 60 cps power into DC for 


energizing coils of telephone relays and for 


Radio-Auxiliary 


PP-125/VT 


pilot lamp circuits, Jocated in mobile fire 
contro] trailers. 

No field changes in effect at time of 
preparation (22 March 1957). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


INPUT: 
OUTPUT: 


95 to 125 v, 60 cps, single ph. 
25 to 36 v DC, 1.5 amp. 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes. 


REFERENCE DATA AND LITERATURE 


TM11-2529: Technica] Manua) for RECTIFIER 
PP-125/VT. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE TASSA 


PROCUREMENT COGNIZANCE 
STOCK NO. 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
PER NAME AND NOMENCLATURE 
EQUIPT 
sh Rectifier PP-125/VT 
2 Technical Manual TM11—2529 
UNCLASSIFIED 


OVERALL DIMENSIONS WEIGHT 
(inches) (Ibs.) 
6-1/2 X 12 X 12-1/4 28 


1.2 PP-125/VT: 1 


UNCLASSIFIED 


January 1958 Radio-Auxiliary 


POWER SUPPLY PP?-13/TRA-1 


Power Supply PP-13/2RA-1 


FUNCTIONAL DESCRIPTION TUBE AND/OR CRYSTAL COMPLEMENT 


The PP-13/TRA-1 is an alternating-current (1) 6XSGT/G “2) 866-A 
operated power supply designed to operate Tore) Hibess, 38 j 
in conjunction withAmplifier AM-8/TRA-1. The 
operating controls for the power supply are 
located on the front panel] of the Amplifier. REFERENCE DATA AND LITERATURE 
The PP-13/TRA-1 supplies 115 v, 50 to 60 cps, 
single ph; 100 volt direct current, bias + TM11-4505, Technical Manual for Power Supply 
450 volts direct current at 40 ma, +2000 PP-13/TRA-1. 
volts direct current at 250 ma to Amplifier 
AM-8/TRA-1. 

No field changes in effect at time of 
preparation (28 June 1957). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS TARE CLAS SIRIGAEION 
DESIGN COGNIZANCE TASSA 


PROCUREMENT COGNIZANCE 
STOCK NO. 


TYPE: Electronic, full wave. 

POWER OUTPUT: 115 v, 50 to 60 cps, 175 w; 
100 v, 450, 2000 v dc. 

POWER INPUT: 115 v, 50 to 60 cps, 800 w. 


EQUIPMENT SUPPLIED DATA 


QUANTITY OVERALL DIMENSION 
PER NAME AND NOMENCLATURE . a SM 
EQUIPT (inches) (Ibs.) 


Power Supply PP—13/TRA=1 


UNCLASSIFIED 1.2 PP+13/TRAt}: 


UNCLASSIFIED 
April 1959 


POWER SUPPLY 


Radio-Auxiliary 


PP-13C/TRA-1 


Power Supply PP=-13C/TRA=1 


FUNCTIONAL DESCRIPTION 


The PP-13C/TRA-1 is an Alternating Cur- 
rent (AC) operated power supply designed to 
Operate in conjunction with Amplifier AM- 
8(*)/TRA-1. The operating controls for Power 
Supply PP-13C/TRA-1 are located on the front 
panel of Amplifier AM-8(*)/TRA-1. 

No field changes in effect at time of 
preparation (12 June 1959). 


RELATION TO OTHER EQUIPMENT 


The PP-13X/TRA-1 is interchangeable as a 
unit w/the PP-13B/TRA-1. The PP-13C/TRA-1 
differs from PP-13B/TRA-1 in that al] trans- 
formers except the highest voltage power 
transformer are hermetrically sealed. 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


TYPE: Electronic, full wave. 

POWER OUTPUT: 115 v, 50 to 60 cps, 175 W; 
100 v, 450, 2000 v DC. 

POWER INPUT: 115 v, 50 to 60 cps, 800 W. 


MANUFACTURER'S OR CONTRACTOR'S DATA 


Lear Inc., Grand Rapids, Michigan. 
Procurement Order No. 816-MPD-45. 


TUBE AND/OR CRYSTAL COMPLEMENT 


(2) 866A/866 
Total Tubes: (3) 


(1) 6X5GT/G 


No Crystals used. 


REFERENCE DATA AND LITERATURE 


TM11-4505: Technical Manual for Power Sup- 
plies PP-13/TRA-1, PP-13A/TRA-1, PP-13B/ 
TRA-1, PP-13C/TRA-1. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE BUSHIPS 
PROCUREMENT COGNIZANCE 
STOCK NO. 

R.D.B. IDENT. NO. 12.5 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
PER 
EQUIPT 


Power Supply PP=13C/TRA~1 


UNCLASSIFIED 


OVERALL DIMENSIONS 
NAME AND NOMENCLATURE (inches) 


WEIGHT 
(Ibs.) 


1,2 PP-13C/TRA-1: 1 


SSS 


UNCLASSIFIED 
February 1960 Radio-Auxiliary 


POWER SUPPLY PP-13E/TRA-1 


MANUFACTURER’S OR CONTRACTOR'S DATA 


Trylon Radio Labs. 
Order 11921-Phila-48-77. 


TUBE AND/OR CRYSTAL COMPLEMENT 


(2) 3B28 (1) 6XSGT 
Total Tubes: (3) 


Power Supply PP-138/2RA-1 


FUNCTIONAL DESCRIPTION Not anes sea: 


Power Supply PP-13E/TRA-lis anelectronic- 
type power supply with fullewave rectifica- REFERENCE DATA AND LITERATURE 


tion designed to supply the necessary operate 


ing voltages to Amplifier AM-*8/1IRA-1l. ; : 
No field changes in effect at time of TM11-2601: Technical Manual for Radio Sets 


preparation (1 July 1959). AN/TRC-1, 1A, 1B, 1C, 1D, 1E and 1G. 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


es 

VOLTAGE: 115 volts AC. 

FREQUENCY: 50 to 60 cy. TYPE CLASSIFICATION 
PHASE: Single. DESIGN COGNIZANCE SIG C 
POWER: 800 watts. 

OUTPUT PROCUREMENT COGNIZANCE SPEC 71~3022(SIG C) 
AC: 115 volts AC, 175 W, 50 to 60 cy. STOCK NO. 


BIAS: +100 volts DC. 
PLATE SUPPLY: +1,900 volts DC, 250 ma. 
SCREEN SUPPLY: 450 volts DC, 40 ma. 


EQUIPMENT SUPPLIED DATA 


WEIGHT 
(ibs.) 


QUANTITY 
PER 
EQUIPT 


OVERALL DIMENSIONS 
(inches) 


NAME AND NOMENCLATURE 


Power Supply PP—13E/TRA-1 9-3/8 X 14 X 25 


UNCLASSIFIED 1.2 PP-13E/TRA*1: 1 


UNCLASSIFIED 


Radio-Auxiliary 


April 1958 POWER SUPPLY PP-1350/U 


POWER OUTPUT: 200 v DC, 0.016 amp and 12.6 


= |f , 60 cps, single ph. 
GO LeTe) v cps, single p 


ore Qo 


MANUFACTURER'S OR CONTRACTOR’S DATA 
Portsmouth Naval] Shipyard, Portsmouth, 


N.H. 
Project Order No. 20731/55. 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes or Crystals used. 
Power Supply PP-1350/U 


REFERENCE DATA AND LITERATURE 
FUNCTIONAL DESCRIPTION NAVSHIPS 92637: Technical Manual for Power 


The PP-1350/U is designed to provide plate Supply PP-1350/U. 
and filament power for NT-50061 coupler unit, 
which is used in conjunction with both DU-1 
and DW-1 aircraft radio direction finding 
equipment. 

No field changes in effect at time of 
preparation (12 March 1958). 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE = BUSHIPS 


ELECTRICAL AND MECHANICAL CHARACTERISTICS PROCUREMENT COGNIZANCE 


STOCK NO. 
POWER SOURCE REQUIRED: 115 v, 60 cps, sin- 


gle ph, 34.29 W max. 


SHIPPING DATA : 


WEIGHT 


VOLUME 


OVERALL DIMENSIONS 


OF ; PACKED 
BOXES (Cu.Ft.) (inches) (Ibs.) 
1 Power Supply PP-1350/U 24 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
PER NAME AND NOMENCLATURE 
EQUIPT 


OVERALL DIMENSIONS 
(inches) 


WEIGHT 
(Ibs.) 


Power Supply PP-1350/U 
Input Power Plug AN3102A—1US—1P 
Input Cable Clamp AN3057—-6 
Connection Plug AN3106A—18-12P 
Connection Cable Clamp AN3057—-10 
Audio Input Plug AN3106A-1US—9S 
Audio Input Cable Clamp AN3057-6 
RF Output Plug UG—941/U 


5-9/16 x 6 x 12 


PRPPRPRPPE 


1.2 PP-1350/U: 1 


UNCLASSIFIED 


UNCLASSIFIED 
June 1957 


POWER 


MAIN CHASSIS ASSEMBLY 


FREQUENCY CONVERTER ASSEMBLY 


——_ 


Power Supply PP-1477(XN-1)/URT 


FUNCTIONAL DESCRIPTION 
The PP-1477(XN-1)/URT (Collins 413E-1) is 


designed for fixed station usage and supplies 
a]] power necessary to operate the Automatic 
Antenna Tuner TN-273/URT (Collins 180L-3) 


and a transceiver. 


No field changes in effect at time of 
Preparation (23 October 1956). 


Radio-Auxiliary 


SUPPLY PP-1477 (XN-1) /URT 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


POWER INPUT: 115 v, 60 cps, single phase, 
1100 W max power. 
POWER OUTPUT 
VACUUM TUBE CIRCUIT: 600 v DC at 550 ma. 
METALLIC RECTIFIER CIRCUIT: 250 v DC at 
150 or 300 ma; ~-65 v DC at 2 ma; -50 
v DC at 0.5 ma; 27.5 v MC at 6 amp. 
FREQUENCY CONVERTER: 115 v, 400 cps at 
1 l amp; 18 v, 400 cps at 285 ma; 6 v, 
400 cps at 60 ma. | a 
AMBIENT TEMPERATURE: -20 °C to +50 C. 
AMBIENT HUMIDITY: 0 to 95%. 
ALTITUDE: Sea level] to 10,000 ft. 


MANUFACTURER'S OR CONTRACTOR'S DATA 


Collins Radio Company, Cedar Rapids, 
Towa. 
Contract NObsr 71044 
Approximate Cost: $2350.00 with equip- 
ment spares. 


TUBE AND/OR CRYSTAL COMPLEMENT 


(2) 3B28 
Tota] Tubes: (2) 


REFERENCE DATA AND LITERATURE 


NAVSHIPS 92845: Technica] Manual] for Power 
Supply PP-1477(XN-1)URT, (Collins Radio 
Model 413E-1). 


“TYPE CLASSIFICATION 


DESIGN COGNIZANCE COMMERCIAL 
PROCUREMENT COGNIZANCE 


STOCK NO. 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
PER 
EQUIPT 


NAME AND NOMENCLATURE 


Frequency Converter Assembly 
Power Cable 
Frequency Converter Cable 


Pe Re 


UNCLASSIFIED 


Power Supply PP=14¥77(XN-1)/URT including: 


OVERALL DIMENSIONS WEIGHT 


(inches) (Ibs.) 

ae 
10-1/2 x 19 x 21-1/8 141 
9-1/4 x 9-1/2 x 9-7/8 43 


2 
1 


96 1g 
96 1g 


1,2 PP-1477(XN-1)/URT: 1 


UNCLASSIFIED 


September 1960 


POWER SUPPLY 


Radio-Auxiliary 


PP-1646/UG 


Power Supply PP-16U6/0G 


FUNCTIONAL DESCRIPTION 


Power Supply PP-1646/UG provides limited 
D. C. power for 2 local teletypewriter signal 
lines and 1 power supply for relay control 
switching devices. 

No field changes in eftect at time of 
preparation (12 January 1960). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


TYPE: Metallic type; full-wave rectifi- 
cation, 


UNCLASSIFIED 


POWER OUTPUT: 115 v DC, 1.5 amp. 


115 v DC, 1 to 100 ma. 
POWER INPUT: 115, 60 cy, single ph. 


MANUFACTURER'S OR CONTRACTOR'S DATA 


Naval Security Engineering Facility, 
Washington, D. C. 
PROJECT ORDER 32700/57. 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes or Crystals used. 


1.2 PP-1646/UG: 1 


UNCLASSIFIED 
Radio-Auxiliary September 1960 


PP-1646/UG POWER SUPPLY 


TYPE CLASSIFICATION (NAVY) 
DESIGN COGNIZANCE USN, BUSHIPS 


REFERENCE DATA AND LITERATURE 


PROCUREMENT COGNIZANCE 
STOCK NO. 


Nomenclature Card for POWER SUPPLY PP-1646/ R:D:B. IDENT. NO 


UG. 


EQUIPMENT SUPPLIED DATA 


QUANTITY OVERALL DIMENSIONS 
PER NAME AND NOMENCLATURE 


EQUIPT 


(inches) 


1 Power Supply PP—1646/UG 7 X 8-1/2 X 19 


1.2 PP-1646/UG: 2 UNCLASSIFIED 


UNCLASSIFIED 
September 1960 


POWER SUPPLY 


Power Supply PP-16464/UG 


FUNCTIONAL DESCRIPTION 


Power Supply PP-1646A/UG provides limited 
and regulated D. C. power for 4 local tele- 
typewriter signal lines and 1 power supply 
for relay control switching devices. 

No field changes in effect at time of 
preparation (12 January 1960). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


full-wave rectifi- 


TYPE: 


Metallic type; 


Radio-Auxiliary 


PP-1646A/UG 
cation. 
POWER OUTPUT: 115 v DC, 1.5 amp. 
115 v DC, 1-100 ma. 
115 v DC, 1-100 ma. 


POWER INPUT: 115 v, 60 cy, single ph. 


MANUFACTURER'S OR CONTRACTOR'S DATA 


Naval Security Engineering Facility, 
Washington, D. C. 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes or Crystals used. 


REFERENCE DATA AND LITERATURE 


Nomenclature Card for POWER SUPPLY PP-1646A/ 
UG. 


(NAVY) 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE USN, BUSHIPS 
PROCUREMENT COGNIZANCE 

STOCK NO. 


R.0.B. IDENT. NO. 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
NAME AND NOMENCLATURE 


Power Supply PP-1646A/UG 


UNCLASSIFIED 


WEIGHT 
(Ibs.) 


OVERALL DIMENSIONS 
(inches) 


7 X 8-1/4 X 19 


1.2 PP-1646A/UG: 


1 


UNCLASSIFIED 


September 1960 


POWER SUPPLY 


Radio-Auxiliary 


PP-1646B/UG 


Power Supply PP-16468/UG 


FUNCTIONAL DESCRIPTION 


Power Supply PP-1646B/UG provides limited 
and regulated DC power for 4 local teletype- 
writer signal lines and 1 power supply for 
relay control switching devices. 

No field changes in effect at time of 
preparation (12 January 1960). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


TYPE: Metallic type; full-wave rectifi- 


UNCLASSIFIED 


cation. 
POWER OUTPUT: 115 v dc, 1.0 amp. 
75 v dc, 1 to 75 ma. 
POWER INPUT: 115 v, 60 cy, single ph. 


MANUFACTURER’S OR CONTRACTOR'S DATA 


Naval Security Engineering Facility, 
Washington, D. C. 
Dwg No. 20F255. 
PROJECT ORDER 43708/58. 


1.2 PP-1646B/UG: 1 


UNCLASSIFIED 


Radio-Auxiliary September 1960 


PP-1646B/UG POWER SUPPLY 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes or Crystals used. TYPE CLASSIFICATION (NAVY) 
DESIGN COGNIZANCE USN, BUSHIPS 


PROCUREMENT COGNIZANCE 
REFERENCE DATA AND LITERATURE STOCK NO. 


R.0.B. IDENT. NO. 


Nomenclature Card for POWER SUPPLY PP-1646B/ 
UG. 


EQUIPMENT SUPPLIED DATA 


OVERALL DIMENSIONS 
NAME AND NOMENCLATURE (inches) 


Power Supply PP-164%6B/UG 7X 8-1/2 X 19 


QUANTITY 
PER 
EQUIPT 


WEIGHT 
(Ibs.) 


1.2 PP-1646B/UG: 2 UNCLASSIFIED 


“ 


UNCLASSIFIED 


June 1961 Radio-Auxiliary 
POWER SUPPLY PP-2124/U 

FUNCTIONAL DESCRIPTION TUBE AND/OR CRYSTAL COMPLEMENT 
Power Supply PP-2124/U supplies power to No Electron Tube or Crystal data available. 


Control-Switching Group AN/SRA-21(V). 
No field changes in effect at time of 


preparation (11 January 1961). REFERENCE DATA AND LITERATURE 


NAVSHIPS 93400: Preliminary Data Sheet for 
ELECTRICAL AND MECHANICAL CHARACTERISTICS Power Supply PP-2124/U. 


INPUT: 95 to 125 v, 60 cyc, single ph. 
OUTPUT: 48 v dc at 12 amp. 


TYPR CLASSIFICATION (NAVY) 


MANUFACTURER'S OR CONTRACTOR'S DATA DESION COGNIZANCE USN, BUSHIPS 
PROCUREMENT COGNIZANCE 


Lorian Products Corp., Lorian, Ohio. BTOCK NO. 
Model No. TF602Bl. 8.0.8. IDENT. NO. 
Contract NObs-3877. 


EQUIPMENT SUPPLIED DATA 
QUANTITY 
PER 


OVERALL DIMENSIONS 
NAME AND NOMENCLATURE (i s) 
EQUIPT 


1 ' Power Supply PP=2124/uU 1u-1/4 x 23 x 23-11/16 


WEIGHT 


UNCLASSIFIED 1.2 PP-2124/U: 


1 


UNCLASSIFIED 
February 1960 


POWER SUPPLY 


Radio-Auxiliary 


PP-2205/UX 


Power Supply PP-2205/UX 


FUNCTIONAL DESCRIPTION 


Power Supply PP-2205/UX is used in Tele- 
vision System AN/GXQ-3(V) and AN/SXQ-2(V) to 
Provide regulated +300 volts de to other 
units in each system. The rectifier section 
receives 115 v ac, steps this voltage up, 
rectifiers it, and supplies 425 v unregulated 
dc to the series regulator. The series regu- 
lator, which is adjusted to supply +300 v, 
Provides this regulated output over wide 
load-current conditions. 

No field changes in effect at time of 
preparation (24 November 1959). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


POWER REQUIREMENTS: 
single ph. 

OUTPUT RATING: Adjusted over the range from 
+245 to +340 v de at load currents of 
from 85 to 750 ma. 


103 to 127 v, 60 cy, 


MANUFACTURER'S OR CONTRACTOR’S DATA 


General Precision Laboratory Inc., Pleas- 


QUANTITY 
PER 
EQUIPT 


NAME AND NOMENCLATURE 


Power Supply PP—2205/UX 


UNCLASSIFIED 


EQUIPMENT SUPPLIED DATA 


ville, New York. 
Contract NObsr-75369. 


TUBE AND/OR CRYSTAL COMPLEMENT 


(2) 6SL7WGT 
(8) 1N540 


(2) 6336A 
(1) 5651 


Total Tubes (13) 


No Crystal used. 


REFERENCE DATA AND LITERATURE 


NAVSHIPS 93373(A): Technical Manual for 
POWER SUPPLY PP-2205/UX. 


TYPE CLASSIFICATION (NAVY) 
DESIGN COGNIZANCE USN, BUSH!PS 
PROCUREMENT COGNIZANCE 

STOCK NO. 

R.D.B. IDENT. NO. 


WEIGHT 
(Ibs.) 


OVERALL DIMENSIONS 
(inches) 


6-3/4 X 1¥-3/16 X 17 


1.2 PP-2205/UX: 1 


UNCLASSIFIED 


June 1961 


[easy 


FUNCTIONAL DESCRIPTION 


Power Supply PP+2508(XN-1)/U is intended 
for use as a precise, highly regulated, very 
stable, reference voltage for analog-digital, 
digital-analog, or other computer equipment. 

The equipment iscompletely transistorized 
and is designed around the principles of a 
type 0 servo system. A drift stabilization 
circuit comprised of a solid state commuta- 
tor, an a-c amplifier, and a demodulator, is 
included to compensate for the drift of the 
dual input de amplifier in the main control 
loop. 

No field changes in effect at time of 
preparation (12 October 1960). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


INPUT VOLTAGE:. !117.v rms porm 10.2%. 
OUTPUT VOLTAGE: P20 to P30 v dc; M20 to M30 


UNCLASSIFIED 


SUPPLY 


Power Supply PP-2508( 


Radio-Auxiliary 


PP-2508 (XN-1) /U 


YH~-1)/0 
v dc.. 
LOAD CURRENT: 

LOAD POWER FACTOR: Unity. 

SWITCHING LOAD: 40 to 400 ma at Unity PF. 

STORAGE TEMPERATURE: M62 deg CtoP75 deg C. 

OPERATING TEMPERATURE: M10 deg C to P60 deg 
Cc. = 

TRANSIENT LOAD RECOVERY TIME: 
of final value within 2 usec. 

OUTPUT IMPEDANCE: 200 micro-ohms. 

LINE REGULATION: 0.002% for porm 10.2% line 
change. 


TRACKING ACCURACY: 


40 to 400 ma at 20 to 30 v dec. 


Within 0.01% 


1.25 mv, 


MANUFACTURER'S OR CONTRACTOR'S DATA 


Maico Electronics Inc, Minneapolis, Minn. 


Contract NObsr-72792. 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes and/or Crystals used. 


SEM|~-CONDUCTORS 


(8) 2N333 (19) 2N3 38 (4) 2N389 


1,2 PP-2508(XN-1)/uU: 


UNCLASSIFIED 
Radio-Auxiliary 


June 1961 
PP-2508(XN-1) /U POWER SUPPLY 
(3) 2N697 (2) 2N1232 (4) 1N254 Supply PP-2508(XN-1)/U. 
(12) 618C (21) 1N1876 (7) 1N1882 
(10) 1N2170A (2) 1N2171A (12) 1N647 
(1) C35B(GE) 


Total Semi-Conductors: (105) 


TYPE CLASSIFICATION (NAVY) 
DESIGN COGNIZANCE USN, BUSHIPS 


PROCUREMENT COGNIZANCE SPEC: SHIPS—V—2986 
REFERENCE DATA AND LITERATURE Tockiie: 


8.0.8. IDENT. NO. 


NAVSHIPS 93646: Technical Manual for Power 


SHIPPING DATA 


a CONTENTS AND IDENTIFICATION ore nat pares a aa eackah 
BOXES (Cu.Fe.) (inches) (tbs.) 


Power Supply PP—2508(XN-1)/U 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
PER 
EQUIPT 


Power Supply PP—2508(XN=1) /U 
Technical Manual NAVSHIPS 93646 


7 x 19 x 21-9/16 
1/2 x 81/2 x 11 


1.2 PP-2508(XN-1)/U: 2 UNCLASSIFIED 


UNCLASSIFIED 
October 1957 Radio-Auxiliary 


BATTERY CHARGER PP-270/U 


A-80! G-90! 
PP-367/U 211994 


A-701 


. CY-671/U 
av a 


W-5I3 62416 
62418, 


Battery Charger PP-270/0 


UNCLASSIFIED 1.2 PP-270/U: 1 


Radio-Auxiliary 


PP-270/U 


FUNCTIONAL DESCRIPTION 


The PP-270/U is a general purpose battery 
charger designed for field operation from 
various power sources which might be avail- 
able. The equipment is completely _ self-con- 
tained in a watertight case suitable for 
packboard mounting. 

No field changes in effect at time of 
preparation (20 March 1957). 


RELATION TO OTHER EQUIPMENT 


Equipment Required but not Supplied: (24) 
oz) Salfuric Acid, (1) Packboard, Plywood, (1) 
Attachment, Packboard. 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


INPUT: 6 v DC, 12 v DC, 24 v, DC, 32 v DC, 
115 v, 60 cps; or 115 v, 400 cps. 

CHARGING RATE: 5 to 10. 

TYPE BATTERY CHARGED: 4 v and 6 v. 


UNCLASSIFIED 
October 1957 


BATTERY CHARGER 


MANUFACTURER'S OR CONTRACTOR'S DATA 


Howard Radio Co, Chicago, [11]. 
Contract NXsr-77870, dated 5 January, 
1945. 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes. 


REFERENCE DATA AND LITERATURE 


NAVSHIPS 91139: Technical Manual for Bate 
tery Charger PP-270/U. 


TYPE CLASSIFICATION 


DESIGN COGNIZANCE BUSHIPS 


PROCUREMENT COGNIZANCE 
STOCK NO. 


SHIPPING DATA 


NUMBER 

OF CONTENTS AND IDENTIFICATION 
BOXES 

1 Battery Charger PP-270/U 


Case CX-671/U 

Battery Charger PP-367/U 

Gear Case-Genersator NT—211994 
Case Battery NT—10562 


WEIGHT 
PACKED 
(Ibs.) 


VOLUME 
(Cu.Ft.) 


OVERALL DIMENSIONS 
(inches) 


12 x 22 x 28-1/2 


EQUIPMENT SUPPLIED DATA 


QUANTITY OVERALL DIMENSIONS WEIGHT 
PER NAME AND NOMENCLATURE 4 

EQUIPT (inches) (Ibs.) 
1 Battery Charger PP~270/U w/Accessories 65 
f) Case CY-671/U 8 x 17 x 25 23 
1 Battery Charger PP-367/U 6-1/4 x 10-1/8 x 10-3/4 26.5 
2 Vibrator NT—20635 
1 Case, Battery NT—10562 4-1/4 x 6-1/16 x 6-1/2 10.5 
2 Batteries BB-S¥A 
it: Cable, 115 v Input NT-62416 61 1g 0.5 
1 Cable, Battery Input NT—62u17 66 1g 
1 Cable, Generator Output NT—62420 31 19 
By Cable, Electronic Charger Output NT—62415 36 1g 
a Cable, Generator to Battery NT-62418 36 1g 
2 Crank, Hand 1 


1.2 PP-270/U: 2 


UNCLASSIFIED 


22 August 1962 POWER SUPPLY PP-2713/UGC 


Cog Service: USN FSN: Functional Class: 
USA USN USAF 
TYPE CLASS: Std Std 


MANUFACTURER'S NAME/CODE NUMBER: Tele-Signal Corp., (10241). 


Power Supply PP-2713/0GC 


FUNCTIONAL DESCRIPTION: 


The Power Supply PP-2713/UGC is designed to provide dc power to four (4) line amplifiers 
or to three (3) amplifiers and one (1) Metering Unit. The power supply is a standard bridge 
rectifier circuit having an individual filter resistor and condenser for each Line Amplifier 


or Metering Unit. 
No field changes in effect at time of preparation (13 June 1962). 


TECHNICAL CHARACTERISTICS: 


TYPE OF RECTIFICATION: Electronic type, Full Wave type. 

OUTPUT DATA: DC, M15 v, 300 ma. 

OPERATING TEMPERATURE: M10 deg C to P55 deg C. 

STORAGE TEMPERATURE: M55 deg C to P85 deg C. 

OPERATING POWER RQMT: 115/230 v ac, 50 to 60 cps, single ph; approx 6 W. 


1.2 PP=2713/UGC: 1 


PP-2713/UGC POWER SUPPLY 


RELATION TO OTHER EQUI PMENT: 

The PP-2713/UGC is designed to be used with, but not part of, Amplifier AM-2731/UGC and 
Metering Unit SB-1178/UGC. 

The PP-2713/UGC is designed as part of Telegraph, Terminal Set AN/UGC-60(V). 

The PP-2713/UGC is the same as Tele-Signal Corp's. Model no. 126A (commercial), 


EQUIPMENT REQUIRED BUT NOT SUPPLIED: None. 


MAJOR COMPONENTS 


QTY ITEM STOCK NUMBERS DIMENSIONS WEIGHT 
(INCHES) (LBS) 
ok Power Supply PP—2713/UGC yx 5-1/4 x 11-3/4 4-9/16 


REFERENCE DATA AND LITERATURE: 

NAVSHIPS 93855: Technical Manual for Power Supply PP-—2713/UGC. 

NAVSHIPS 93841: Technical Manual for Terminal, Telegraph Set AN/UGC-60(V) of which Power 
Supply PP-2713/UGC is a part of. 

TUBE, CRYSTAL AND/OR SEMI-CONDUCTOR DATA: 

TUBES: (4) 1692 

CRYSTALS: None used. 


SEMI-CONDUCTORS: None used. 


SHIPPING DATA 


PKGS VOLUME (CU FT) WEIGHT (LBS) 


PROCUREMENT DATA 


PROCURING SERVICE: USN DESIGN COG: USN, BuShips 
SPEC &/OR DWG: 
CONTRACTOR LOCATION CONTRACT OR APPROX. 
ORDER NO. UNIT COST 
Tele-Signal Corp. Hicksville, N. Y. NObsr-—81467, 
Model no. 126A 17 June 1960 


1.2 PP=2713/UGC: 2 


UNCLASSIFIED 


Radio-Auxiliary 
June 1961 


POWER SUPPLY PP-2783/UG 


oF 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


Mmm 6=SCOINPUT: 105 to 125 v or 210 to 250 v; 25, 
<P 50 or 60 cyc. 
OUTPUT: 115 v de at 0.25 to 3 amp. 


MANUFACTURER'S OR CONTRACTOR'S DATA 


H.O. Boehme, Inc., New York, N. Y. 
Type No. 10-C. 
Contract NObsr-81318(FBM). 
Approximate unit cost $435.00. 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes used. 
SEMI-CONDUCTORS 

(4) 40LF(Sarkes-Tarzian) 
Total Semi-Conductors: (4). 
No Crystals used. 


Power Supply PP-2783/0G 


FUNCTIONAL DESCRIPTION 
REFERENCE DATA AND LITERATURE 

Power Supply PP-2783/UG operates from 
single-phase ac sources of 105 to 125 v, NAVSHIPS 93695: Technical Manual for D.C. 
or from 210 to 250 v at 25, 50 or 60 cycles Power Supply, Boehme Type 10-C. 
per second, while maintaining a constant 
output of 115 v de at 0.25 to 3 amps. 

It isused as a conventional power supply. 


TYPE CLASSIFICATION (NAVY) 
DESIGN COGNIZANCE USN, BUSHIPS 


It may be used with any equipment re- 


PROCUREMENT COGNIZANCE 


STOCK NO. 
No field changes in effect at time of R.0.8. IDENT. NO. 


quiring 115 v de from 0.25 to 3 amps. 


preparation (7 December 1960). 


SHIPPING DATA 


er CONTENTS AND IDENTIFICATION ee. A He spill 
BOXES (Cu.Ft.) {inches) (Ibs.) 
1 | Power Supply PP—2783/UG | 585 | 8-3/4 x 13-1/2 x 21-1/4 | 70 


EQUIPMENT SUPPLIED DATA 


QUANTITY OVERALL DIMENSIONS WEIGHT 
PER NAME AND NOMENCLATURE (inches) (Ibs.) 
EQUIPT : 


Power Supply PP—2783/UG 7-3/8 x 9-1/2 x 17 


UNCLASSIFIED - 1.2 PP-2783/UG: 1 


UNCLASSIFIED 


June 1961 


POWER SUPPLY 


Power Supply PP-2788/0 
FUNCTIONAL DESCRIPTION 


Power Supply PP-2788/U is a device for 
Converting power in a 3-phase, 400 cps, 115 
v line-to-line system to 28 v dc with a 
maximum load current of 25 amperes dc. Con- 
version is accomplished by 12 silicon diodes 
which rectify the output of al2 phase trans- 
former, the primary of which is connected 
across the three phases of the source system. 

No field changes in effect at time of 
preparation (11 January 1961). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


INPUT: 108 to 117 v line to line, 3 ph, 3 
wire, 380 to 420 cps. 


Radio-Auxiliary 


PP-2788/U 


P28 v dc (nominal), 0 to 25 amp. 
26.5 to 


OUTPUT: 
MAXIMUM OUTPUT VOLTAGE EXCURSION: 
30.5 v dc. 


OVERLOAD: 200% for 20 sec; 150% for 2 min- 
utes. 
RIPPLE: 2.5 v peak (max); 0.75 v rms (max). 


80% min. 
0.90 min. (re- 


EFFICIENCY (FULL LOAD): 

POWER FACTOR (FULL LOAD): 
sistive load). 

AMBIENT TEMPERATURE: M55 deg Cto P85 deg C. 

COOLING: Natural convection and radiation. 

MOUNTING DIMENSIONS: Four 3/16 in. holes 
located symmetrically on 3 in. centers. 

EXPECTED LIFE: 10,000 hrs. 


MANUFACTURER'S OR CONTRACTOR'S DATA 


H. ‘S. Electronics Corp., PaloAlto, Calif. 
Model no. 2671A. 
Contract NObsr-81465. 
Approximate unit cost $635.55. 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes used, 
No Crystals used. 
SEMI-CONDUCTORS 
(12) “1N249A 
Total. Semi-Gonductors: (12) 


REFERENCE DATA AND LITERATURE 


NAVSHIPS 93692: Technical Manual for POWER 
SUPPLY PP-2788/U. 


TYPE CLASSIFICATION (NAVY ) 
DESIGN COGNIZANCE USN, BUSH! PS 


PROCUREMENT COGNIZANCE 
STOCK NO. 
R.0.B. IDENT. NO. 


SHIPPING DATA 


NUMBER 


Power Supply PP—2788/U 


EQUIPMENT SUPPLIED DATA 


OVERALL DIMENSIONS 
NAME AND NOMENCLATURE (inches) 


QUANTITY 
PER 
EQUIPT 


Power Supply -PP—2788/U 


UNCLASSIFIED 


Vv 
CONTENTS AND IDENTIFICATION bors a bie A= ual 


WEIGHT 
PACKED 
(Ibs.) 


0.2 5) Kul) x 10 


WEIGHT 
(Ibs.) 


Wo x 4-1/4 x 5-3/4 


1.2 PP-2788/U: 1 


UNCLASSIFIED 
October 1957 Radio-Auxiliary 


POWER SUPPLY PP-281/GRC, PP-282/GRC, 
PP-448/GR 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


OUTPUT VOLTAGE: 135 v DC. 

OUTPUT CURRENT: 118 ma. 

RATED BATTERY VOLTAGE 
PP-281/GRC: 12.6 v. 
PP-282/GRC: 25.2 v. 
PP-448/GR: 6.3 v. 

INPUT VOLTAGE RANGE 
PP-281/GRC: 10 to 16 v. 
PP-282/GRC: 20 to 32 v. 
PP-448/GR: 5 to 8 v. 

INPUT CURRENT 
PP-281/GRC: 2,2€ amp max. 
PP-282/GRC: 1.23 amp max. 
PP-448/GR: 4.1 amp max. 

RIPPLE VOLTAGE: 0.05% max. 

CPERATING TEMPERATURE: Minus 40 Deg C to 
Plus 65 Deg C. 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes. 


Power Supply 


PP-281/GRC, PP-282/GRC, PP-448/GR REFERENCE DATA AND LITERATURE 
T™ 11-5040: Technical Manual for Power Sup- 
plies PP-281/GRC, PP-282/GRC and PP-448/ 
FUNCTIONAL DESCRIPTION CR. 


The PP-281/GRC, PP-282/GRC, and PP-448/GR, 
are small, light, vibrator type plug-in units. 
The units derive power from 12, 24 or 6 v 
vehicular storage batteries, respectively, 


to supply a voltage of plus 135 v DC at PROCUREMENT COGNIZANCE 
current drains up to 118 ma. STOCK NO. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE TASSA 


No field changes in effect at time of 
preparation (26 March 1957). 


EQUIPMENT SUPPLIED DATA 


OVERALL DIMENSIONS 
NAME AND NOMENCLATURE - 
{inches) 


Power Supply PP—281/GRC, PP—282/GRC or PP—uYyR/GR | 2-15/16 x w-1/u x 5-3/4 


QUANTITY 
PER 
EQUIPT 


WEIGHT 
(ibs.) 


UNCLASSIFIED 1.2 PP=281/GRC: 1 


UNCLASSIFIED 
October 1957 


POWER SUPPLY 


Power Supply PP-286/UR 


FUNCTIONAL DESCRIPTION 


The PP-286/UR furnishes power to the CMS-R 
receiver and the CMS-T transmitter either 
from an AC source or from self contained 
batteries. 

No field changes in effect at time of 
preparation (21 March 1957). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


POWER INPUT 


Radio-Auxiliary 


PP-286/UR 


AC: 115 v or 230 v, 50 to 60 cps. 
DC: 115 v or 230 v. 


BATTERY: (1) 45 v DC, (4) 1.5 v DC, (1) 
6 v DC. 


MANUFACTURER'S OR CONTRACTOR'S DATA 


National Electrical Machine Shops Inc, 
Silver Springs, Md. 
NObsr- 30051. 


Contract: 


TUBE AND/OR CRYSTAL COMPLEMENT 
(1) 5U4G 


Total Tubes: (1) 


REFERENCE DATA AND UTERATURE 


Technical Manual for POWER SUPPLY PP-286/UR. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE BUSH! PS 


PROCUREMENT COGNIZANCE 
STOCK NO. 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
PER 
EQUIPT 


Power Supply PP-284/UR consists of: 


1 Power Cord NT-—46238u 
1 Battery Cavle NT-—62382 
1 Storaje Battery, 6 v Portable NT-19061 
1 B Battery, 45 v NT-19005 
1 Flasnlignt Cell, 1.5 v NT-19031 
1 Yt bottle Electrolyte 
2 Tecnnical Manual 
UNCLASSIFIED 


OVERALL DIMENSIONS 
NAME AND NOMENCLATURE 
(inches) 


1,2 PP-286/UR: 1 


13 August 1962 POWER SUPPLY, TELETYPEWRITER PP-3054/UGC 


Cog Service: USN  FSN: Functional Class: 
USA USN USAF 
TYPE CLASS: Used by Used by 


MANUFACTURER'S NAME/CODE NUMBER: Tabet Manufacturing Company, Incorporated, (88829). 


Power Supply, feletypewriter PP-3054/0GC 


FUNCTIONAL DESCRIPTION: 


The Power Supply, Teletypewriter PP-3054%/UGC is designed to produce 124 volts dc when 
operated from 115 or 230 v ac 50 or 60 cycle supply. The dC voltage output is regulated and 
will remain constant within plus or minus 5% with an ac voltage input change of olus or minus 
10% and within 10% for the specified ac voltage input change when accompanied by a supoly 
frequency change of plus or minus 5%. The dc voltage outout will remain regulated to the 
same degree with a load varing from 0 to 1.0 ampere. 


No field changes in effect at time of preparation (14 June 1962). 


TECHNICAL CHARACTERISTICS: 


OUTPUT VOLTAGE: 124% v dc porm 5% at 1.0 ampere. 
OPERATING POWER RQMT: 115 or 230 v dc, 50 to 40 cps, Single ph. 


1.2 PP-3054/UGC: 1 


PP-3054/UGC POWER SUPPLY, TELETYPEWRI TER 
RELATION TO OTHER EQUI PMENT: 


The PP-3054/UGC is intended for use as adc supply for the operation of teletypewriters, 
radio adapters and associated equipments. 


EQUIPMENT REQUIRED BUT NOT SUPPLIED: None. 


MAJOR COMPONENTS 


QTY ITEM STOCK NUMBERS DIMENSIONS WEIGHT 
(INCHES) (LBS) 
1 Power Supply, Teletypewriter 10-3/16 x 10-3/4 x 17-5/16 59 


PP-—3054/UGC 


REFERENCE DATA AND LITERATURE: 


NAVSHIPS 94169: Technical Manual for Power Supply, Teletypewriter PP-—3054/UGC. 


TUBE, CRYSTAL AND/OR SEMI-CONDUCTOR DATA: 


TUBES: None used. 


CRYSTALS: None used, 


SEMI-CONDUCTORS: None used. 


SHIPPING DATA 


PKGS VOLUME (CU FT) WEIGHT (LBS) 


PROCUREMENT DATA 


PROCURING SERVICE: USN DESIGN COG: USN, BuShips 
SPEC &/OR DWG: 


CONTRACTOR LOCATION CONTRACT OR APPROX. 
ORDER NO. UNIT COST 
Tabet Mfg. Co., Inc. Norfolk, Virginia NObsr-85270 


Model no. TPS-2 


1.2 PP-305u/UGC: 2 


UNCLASSIFIED 


April 1958 


Power Supply PP-326/0 


FUNCTIONAL DESCRIPTION 


The PP-326/U is a full-wave selenium rec- 
tifier type power supply for general elec- 
tronic use. It provides DC output of 0.90 
amp at 28 v for two output circuits. Three 
transformer primary taps are available to 
handle 10% variations in primary voltage. 


The output content is not more than 2% at 


full load. 


POWER SUPPLY 


Radio-Auxiliary 


PP-326/U 


No field changes in effect at time of 
preparation (8 October 1957). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 
OUTPUT VOLTAGE: 900maat 28 v total, or 450 


ma 28 v at each output circuit. 

POWER SOURCE REQUIRED: 115 v, 50 to 60 cps, 
single ph, 13 W. 

MOUNTING: Wall or bulkhead. 


MANUFACTURER'S OR CONTRACTOR'S DATA 
Fansteel Metallurgical Corp., North Chi- 
cago, Illinois 
Contract NObsr-30229, dated 29 June 
1946. 
TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes. 


REFERENCE DATA AND LITERATURE 


NAVSHIPS 91483: Technical Manual for Power 
Supply PP-326/U. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE 


PROCUREMENT COGNIZANCE 
STOCK NO. 


SHIPPING DATA 


NUMBER 


| VOLUME OVERALL DIMENSIONS WEIGHT 

OF CONTENTS AND IDENTIFICATION 1 cute. tinchad} PACKED 
BOXES oe : (Ibs.) 
1 | Power Supply PP+326/U with Plug andClamps | } 10x 10x 12 | 20 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
PER 
EQUIPT 


Power Supply PP=—326/U 
Input Power Plug AN—3106-16S—4S 
Input Cable Clamp AN-3057-8 
Output Power Plug AN—3106-16S—5P 
Output Cable Ciamp AN—3057-8 


I 


UNCLASSIFIED 


(Ibs.) 


7x 7x 9-5/8 


1.2 PP-326/U: 1 


UNCLASSIFIED 


October 1957 Radio-Auxiliary 
POWER SUPPLY PP-327/GRC-9Y, 327A/GRC-9Y, 
327 B/GRC-9Y 
Power Supply PP-327A/GRC-9Y and PP-327B/GRC- 
oY. 


POWER INPUT: 100 to 130 or 200 to 260 v, 
60 to 450 cps, single ph; 200 W. 

POWER OUTPUT 
TRANSMITTER PLATE: 540 v at 100 ma. 
RECEIVER PLATE: 105 v at 45 ma. 
RECEIVER FILAMENT: 1.5 v at 500 ma. 
CONTROL VOLTAGE: 6.6 v at 575 ma. 
TRANSMITTER FILAMENT: 6.6 v at 2 amp. 


TUBE AND/OR CRYSTAL COMPLEMENT 


PP-327/GRC-9Y 

(1) SR4WGY 

(1) 6X4W 

(1) OA2 

Total Tubes: (3) 


PP-327A/GRC-9Y and 
PP-327B/GRC-9Y 


(1) SR4WGY (1) 6X4W 
(1) 6216 (1) 5751 


Total Tubes: (4) 
Power Supply PP-327A/GRC-9Y & PP-327B/GRC-9Y 


FUNCTIONAL DESCRIPTION REFERENCE DATA AND LITERATURE 

The PP-327/GRC-9Y, PP-327A/GRC-9Y and TM11-5070: Technical Manual for Power 
PP-327B/GRC-9Y areused to supply all voltages Supplies PP-327/GRC-9Y, PP-327A/GRC-9Y 
required for the operation of Receiver- and PP-327B/GRC-9Y. 


Transmitter RT-77(*)/GRC-9 which is the main 
component of Radio Set AN/GRC-9. 

Data on this sheet reflects the following 
changes, FCI (26 March 1957). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


Power Supply PP-327/GRC-9Y. 

Power Input: 100 to 130 or 200 to 260 v, 
50 to 450 cps, single ph; 200 w. 

POWER OUTPUT: 
TRANSMITTER PLATE: 570 v at 105 ma. 
RECEIVER PLATE: 108 v at 32 ma. 
RECEIVEK FILAMENT: 1.6 v at 500 ma. 
CONTROL VOLTAGE: 6.7 v at 670 ma. 
TRANSMITTER FILAMENT: 6.5 v at 1.9 


amp. 


TYPE CLASSIFICATION 


DESIGN COGNIZANCE TASSA 
PROCUREMENT COGNIZANCE 
STOCK NO. 


UNCLASSIFIED 1.2 PP-327/GRC-9Y: 1 


UNCLASSIFIED 
Radio-Auxiliary October 1957 
PP-327/GRC-9Y, 327A/GRC-9Y, POWER SUPPLY 
327 B/GRC-9Y 
SHIPPING DATA 


CONTENTS AND IDENTIFICATION 


WEIGHT 
PACKED 
(Ibs.) 


OVERALL DIMENSIONS 
(inches) 


VOLUME 
(Cu.Fe.) 


NUMBER 


Power Supply PP-327/GRC-9Y 10 x 17-1/2 x 22 123 
1 Power Supply PP—327A/GRC—9Y 17-3/4 x 18-1/2 x 21-1/2 130 
1 Power Supply PP—327B/GRC-9Y 12-1/2 x 15-3/4 x 25-3/4 122 
EQUIPMENT SUPPLIED DATA 
QUANTITY OVERALL DIMENSIONS WEIGHT 
PER NAME AND NOMENCLATURE Gbiseas (ibs.) 
EQUIPT 
PP 
327/ | 327A/ 3278/ 
1 Power Supply PP-327/GRC—9Y w/Cable Assy 8-1/2 x 15-1/4 x 20-5/8 90 
CX-112/U 
Power Supply PP-327A/GRC-9Y or 
PP-327B/GRC—9Y w/Cable Assy CX-112/U 10-1/2 x 14-1/4 x 16-1/2 95 


44 1g 


Cord CD-1086 
Tube Puller 
Set Running Spares 


1.2 PP-327/GRC-9Y: 2 UNCLASSIFIED 


UNCLASSIFIED 
August 1957 


POWER SUPPLY 


| 


STARTING 
CONTACTOR 
COIL 
K-513 


I 


\/ R-209 SPARE SWITCH 
FUSE 


tans 


F-501 
F-502 


Power Supply PP-338/0 


FUNCTIONAL DESCRIPTION 


The PP-338/U is designed to modify Navy 
Mode! TDE series Radio Transmitting Equip- 
ment for operation from 115 v or 230 v, 
gle ph, 60 cps mains. 


sin- 
The modification unit 
employees a transformer rectifier combina- 
tion to supply power in place of the usual] 
rotary converter. The shape, size and mount- 
ing facilities of PP-338/U permits its in- 
sta] ]ation inthe space occupied by the motor 
Al] accessory components 
Necessary to convert any Mode] TDE series 
€quipment, regardless of the power source 
for which it was set up, is supplied in the 
modification kit. Mode] TDE series equipment 
modified by this kit wil] be capable of 
Operating fromall5 v or 230v, single pl!:ase, 
60 cycle source. 


generator set. 


UNCLASSIFIED 


Radio-Auxiliary 


PP-338/U 


TAP SWITCH 
ASSEMBLY 


SWITCH MOUNTING 
HARDWARE 


SLEEVE 


No field changes in effect at time of 
preparation (19 December 1956). 


RELATION TO OTHER EQUIPMENT 


Equipment Required but not Supplied: 
Technica] Manual] for TDE, TDE-1, 


(1) 


TDE-2; (1) 


Technica] Manual for TDE-3. 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


POWER INPUT: 
single ph. 


POWER CONSUMPTION: 


POWER FACTOR: 


LCAD CURRENT: 


at 230 v. 


115 v or 230 v + 10%, 60 cps, 


80%. 


700 W or 875 va. 


7.6 amp at 115 v or 3.8 amp 


1.2 PP-338/U: 1 


Radio-Auxiliary 


PP-338/U 


OUTPUT: 2000 v at 0.175 amp and 550 v at 
0.300 amp. 


MANUFACTURER'S OR CONTRACTOR'S DATA 


Hallicrafters Co., Chicago, I]]. 

Contract NObsr-39396, dated 27 June 1947. 

Approximate Cost: $420.00 with equipment 
spares, 


TUBE AND/OR CRYSTAL COMPLEMENT 


(2) 886A/886 (2) SR4GY 


Total Tubes: (4) 


UNCLASSIFIED 


August 1957 


POWER SUPPLY 


REFERENCE DATA AND LITERATURE 


NAVSHIPS 91066: Technica] Manual] for Power 


Supply PP-338/U. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE BUSHI PS 


PROCUREMENT COGNIZANCE 
STOCK NO. 


SHIPPING DATA 


NUMBER 

OF CONTENTS AND IDENTIFICATION 
BOXES 

4 Power Supply PP-338/U 


VOLUME OVERALL DIMENSIONS WEIGHT 


q PACKED 
(Cu.Fe.) (inches) Ibs.) 


3.33 | 13-1/2 X 1 X 30-1/2 170 


EQUIPMENT SUPPLIED DATA 


QUANTITY 


Power Supply PP-338/U 


1.2 PP-338/U: 2 


OVERALL DIMENSIONS 
NAME AND NOMENCLATURE (inches) 


WEIGHT 
(Ibs.) 


10 X 10-1/2 X 26 


UNCLASSIFIED 


UNCLASSIFIED 
October 1957 


RECTIFIER POWER UNITS 


Radio-Auxiliary 


PP-34/MSM,34C/MSM 


NOTE 

THe PP~daseSm aye 
Tak PP- 245 wWSwiT) AGE 
S MILAM EXTERNALLY 
THE OP 34C Jesu le} 


Rectifier Power Unit PP-3 /MSM,34C/MSM 


FUNCTIONAL DESCRIPTION 


The PP-34/MSM and PP-34C/MSM converts 105 
to 125 volt, single phase, alternating 
current into direct current for charging 
lead-acid type storage batteries. The unit 
may be used to charge from one to four 3- 
cel], 6-volt storage batteries or the equiva- 
Jent, simu)taneous] y. The charging rate is 
adjustable and may be varied between 1-1/2 
amperes and 50 amperes, depending upon Joad. 

No field changes in effect at time of 
preparation (29 March 1957). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


AC INPUT: 105to125 v, 50 to 60 cps, single 
ph. 
DC OUTPUT 
VOLTAGE: 2 to 30 v. 
CURRENT: 1-1/2 to 50 amperes. 
POWER 
INPUT: 3400 w AC max w/fuli DC Joad. 
OUTPUT: 1500 w DC max w/fu)) DC Joad. 


UNCLASSIFIED 


AMMETER 
TYPE: DC. 
RANGE: 0 to 50 amp. 
FAN 
TYPE: Propeller; 3 ten in. blades. 
MOTOR: 115 v, 60 cps, single ph; 1550 
rpm. 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes. 


REFERENCE DATA AND UTERATURE 


Technica] Manual) s TM11-965 and TO31W1-1-121 
for Rectifier Power Units PP-34/MSM and 
PP-34C/MSM. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE 


TASSA 
PROCUREMENT COGNIZANCE 
STOCK NO. 


1.2 PP-34/MSM: 1 


UNCLASSIFIED 


Radio-Auxiliary October 1957 


PP-34/MSM,34C/MSM RECTIFIER POWER UNITS 


SHIPPING DATA 


NUMBER VOLUME OVERALL DIMENSIONS WEIGHT 
CONTENTS AND IDENTIFICATION é PACKED 
(Cu.Fe.) (inches) (Ibs.) 
Rectifier Power Unit 
PP—34/MSM or PP—34C/MSM 18-1/2 X 19-3/4 X 31-1/4 202 


EQUIPMENT SUPPLIED DATA 


WEIGHT 
(Ibs.) 


QUANTITY 
PER 
EQUIPT 


NAME AND NOMENCLATURE 


OVERALL DIMENSIONS 
(inches) 


1 Rectifier Power Unit PP—34/MSM 13-1/2 X 28-1/2 X 16 
or 
if Rectifier Power Unit PP—34C/MSM 13-1/2 X 18 X 28-1/2 185 


13-1/2 X 18 X 28-1/2 
0.640 od X 75 
0.40 od X 148 


or PP—34C/MSM c/o 
(1) AC Input Catle 
(2) Charging Cable 
(1) Spare Pilot Lamp 


1.2 PP-34/MSM: 2 UNCLASSIFIED 


UNCLASSIFIED 


January 1958 


POWER SUPPLY 


POWER SUPPLY 
PP-35i/U 


RE BRAN 5 Des 


: ELECTRICAL 
ELECTRICAL POWER POWER CABLE 
CABLE ASSEMBLY ASSEMBLY 
Cx-4033/u CX-4033/U 
(SPARE INPUT POWER SUPPLY (INPUT POWER 
POWER CABLE} CASE COVER CABLE) 


ELECTRICAL 


AN/PRC-6) 


Radio-Auxiliary 


PP-351/U 


CABLE ASSEMBLY 
CASE Cr-2n0sG 


ELECTRICAL 
SPECIAL 
PURPOSE CABLE 


ELECTRICAL 


SPECIAL ELECTRICAL 


SPECIAL PURPOSE SPECIAL ASSEMBLY 
PURPOSE CABLE CABLE PURPOSE CABLE cy 4c34/u 
ASSEMBLY ASSEMBLY ASSEMBLY {OUTPUT CABLE 
CxX-4031/U CX-4032/u Cx-4035s/u BC-1000) 
(OUTPUT CABLE {OUTPUT CABLE {OUTPUT CABLE 

AN/PRC-8) SCR~510} 


Power Supply PP-351/0 


FUNCTIONAL DESCRIPTION 


The PP-351/Uis a transportable power unit 
containing five independent regulated power 
supply circuits housed in one case and mount- 
edona single chassis and panel. Five separ- 
ate voltage outputs are provided for the 
operation and testing of various communica- 
tion equipment such as Radio Sets AN/PRC-6, 
AN/PRC-8, AN/PRC-9, AN/PRC-10, SCR-510 and 
a and Radio Receiver-Transmitter BC- 


No field changes in effect at time of 
preparation (9 August 1957), 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 
POWER SUPPLY TYPFS: Voltage-regulated e- 


lectronic and magnetic amplifier. 
POWER INPUT: 2.6 amp at 105 to 125 v or 1.3 
amp at 210 to 250 v. 


UNCLASSIFIED 


POWER OUTPUT 

Al SUPPLY: Variable output, 0.9 to 1.8 v 
DC at 0 to 1.5 amp. 

A2 SUPPLY: Two variable ranges. 0.9 to 
1.8 v DC at 0 to 1 amp. 2.5 to 8.6 v 
DC at 0 to 1 amp. 

Bl SUPPLY: Variable output, 22.5 to 150 
v DC at 0 to 100 ma. 

B2 SUPPLY: Variable output, 22.5 to 150 
v DC at 0 to 100 ma. 

C SUPPLY: Variable output, 0 to 22.5 yv 
DC at 0 to 1 ma. 


TUBE AND/OR CRYSTAL COMPLEMENT 


(2) OA2WA (7) 6X4W (2) 5751 
(3) OB2WA (4) 5651 (2) 6AH6 
(4) 6080 


Total Tubes: (24) 


1.2 PP-351/U: 1 


od UNCLASSIFIED 


Radio-Auxiliary January 1958 
PP-351/U POWER SUPPLY 
REFERENCE DATA AND LITERATURE TYPE CLASSIFICATION 
DESIGN COGNIZANCE TASSA 
PROCUREMENT COGNIZANCE 
TM11-5121, Technical Manual for Power Supply STOCK NO. 
PP- 351/U. 


SHIPPING DATA 


NUMBER OVERALL DIMENSIONS 


(inches) 


VOLUME 
(Cu.Ft.) 


CONTENTS AND IDENTIFICATION 


Power Supply PP=351/U H 8-1/2 x 18-3/y x 51 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
PER 
EQUIPT 


WEIGHT 
(ibs.) 


OVERALL DIMENSIONS 
(inches) 


NAME AND NOMENCLATURE 


Power Supply 11-7/16 x 14¥-1/8 x 25-1/16 97.0 

1 Power Supply Case 13-7/16 x 17-1/8 x 28-1/16 34.0 
1 Electrical Power Cable Assembly 

CX-4.033/U 76-1/16 1g 1.0 
1 Electrical Special Purpose Cable 

Assembly CX-4031/U 54-1/4 1g 155 
1 Electrical Special Purpose Cable 

Assembly CX=4032/u 54-5/16 1g 1,..5 
1 Electrical Special Purpose Cable 

Assembly CX-¥034/U 54-5/16 1g 145 
1 Electrical Special Purpose Cable 

Assembly CX-4035/U 53-7/16 1g .0 
1 Cable Assembly Case CY=2110/G 11-13 /16 x 14-1/2 x 17-3/16 |11.0 
1 Set of Running Spares 5x 5 x 6 2.0 
2 Technical Manuals TM11-5121 


1.2 PP-351/U: 2 UNCLASSIFIED 


UNCLASSIFIED 


October 1957 Radio-Auxiliary 
POWER SUPPLY PP-380/U 


RELATION TO OTHER EQUIPMENT 


Equipment Required but not Supplied: (1). 
Radio, Telephone and Telegraph Transmitting 
and Receiving Equipments TCS Series. 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


POWER INPUT: 115 v, 60 cps, single ph, 275 W. 
OUTPUT: 400 v DC at 0.20 amp. 
225 v DC at 0.12 amp. 


: ia 12 v DC at 1.225 amp. 
Re 1226.9 AO at 3098 ‘ap: 


HEAT DISSIPATION: 105 W. 


J CABLE 


MANUFACTURER’S OR CONTRACTOR'S DATA 


Federal Telephone and Radio Corp., East 
Newark, N.J. 
Contract NObsr-42510, dated 30 June 
1948. 


1OfT TRANSMITTER 
CABLE 


wy tOFT RECEIVER 
CABLE 


TUBE AND/OR CRYSTAL COMPLEMENT 
Power Supply PP-380/U and Accessories 


(1) SU4G (2) 6X5GT 
FUNCTIONAL DESCRIPTION Total Tubes: (3) 


The PP-380/U is an electronic-type power 
supply primarily intended for use with the REFERENCE DATA AND LITERATURE 
Navy Model TCS series, Radio Telephone and 
Telegraph Transmitting and Receiving Equip- NAVSHIPS 91271: Technica] Manual for Power 
ment, except there are no provisions for Supply PP-380/U. 
remote control of the equipment. However, the 
power supply may be used for other equipments 


that have similar power supply requirements. TYPE CLASSIFICATION 

The PP-380/U is designed for non-shipboard DESIGN COGNIZANCE 8USHIPS 
uses only. PROCUREMENT COGNIZANCE 

No field changes in effect at time of STOCK NO. 


preparation (20 March 1957). 


SHIPPING DATA 


NUMBER VOLUME OVERALL DIMENSIONS WEIGHT 
OF CONTENTS AND IDENTIFICATION : 
BOXES (Cu.Ft.) (inches) 


Power Supply PP-380/U 1u-1/4 X 17-3/4 X 21-7/8 
AC Power Input Cable 
Transmitter Power Cable 
Receiver Power Cable 


Technical Manuals 


UNCLASSIFIED 1.2 PP-380/U: 1 


UNCLASSIFIED 
Radio-Auxiliary October 1957 


PP-380/U POWER SUPPLY 


EQUIPMENT SUPPLIED DATA 


OVERALL DIMENSIONS 
(inches) 


QUANTITY WEIGHT 


NAME AND NOMENCLATURE 


(Ibs.) 
1 Power Supply PP—380/U 9-1/2 X 12-3/4 X 17-3/4 57 
1 AC Power Input Cable 72 19 0.5 
1 Transmitter Power Cable 120 1g 2 sill 
1 Receiver Power Cable 120 1g 1.9 
2 Technical Manuals 1.0 


1.2 PP-380/u: 2 UNCLASSIFIED 


UNCLASSIFIED 


April 1958 


Power Supply PP-388/0 


FUNCTIONAL DESCRIPTION 


The PP-388/U and PP-388A/U are general 
purpose dry disc rectifiers designed to pro- 
vide 500 watts of direct current power at 
either 13 or 26 volts, from either a 115 or 
230 volt, 60 cycle, alternating current 
source. They may be used to charge storage 
batteries in addition to providing DC power 
to electronic or other equipments. 

They contain provisions for automatically 
supplying power to the load in case of an AC 
power failure, by "floating" a storage bat- 
tery across the load and charging the battery 
when the load is removed. 

Data on this sheet reflects the following 
field changes: FC-1(PP-388/U). (22 November 
1957). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


POWER DATA 
OUTPUT: 
INPUT: 


max. 


500 W at 13 and 26 v DC. 
115 or 230 v +10%, 60 cps, 910 W 


UNCLASSIFIED 


POWER 


Radio-Auxiliary 


SUPPLY PP-388/U, -388A/U 


RIPPLE VOLTAGE: 
measured peak to peak. 

REGULATION: 
than 2 v from 13 v nom, 4 v for 26 v nom 
with decrease from 500 to 125 W. 

LOAD LIMIT: 


overload. 


2.5% of nom output v when 


Voltage will not increase more 


Can operate continuously at 25% 


MANUFACTURER’S OR CONTRACTOR'S DATA 


Bludworth Marine Div of National-Simplex- 
Bludworth, Inc, New York, N.Y. 
Contract NObsr-39410, dated 30 June 

1947 (PP-388/U). 

J. H. Keeney and Company, Inc, Chicago, 
Ill. 

Contract NObsr-57077, dated 6 November 
1951 (PP-388A/U). 
Approximate Cost: $415.00 with equip- 


ment spares. 


TUBE AND/OR CRYSTAL COMPLEMENT 


Tubes and Crystals: Not Available. 


REFERENCE DATA AND LITERATURE 


NAVSHIPS 91137: Technical Manual for Power 
Supply PP-388/U. 

NAVSHIPS 91773(A): Technical Manual for 
Power Supply PP-388A/U for Electronics 
Use. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE  BUSHIPS 


MIL—P—16546 (SHIPS) 


PROCUREMENT COGNIZANCE 
STOCK NO. 


1.2 PP-388/U: 1 


UNCLASSIFIED 


Radio-Auxiliary 


PP-388/U, -388A/U POWER SUPPLY April 1958 


SHIPPING DATA 


NUMBER 


CONTENTS AND IDENTIFICATION 


PP-338/U 
Power Supply PP-388/U 
Set of Equipment Spares 
PP-388A/U 
Power Supply PP-388A/U including: 
(1) Set of Equipment Spares 


ie 30 XeS2. 
Dex TD) KX 22. 


25-1/2 x 26 x 27 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
PER 
EQUIPT 


WEIGHT 
(Ibs.) 


OVERALL DIMENSIONS 
(inches) 


NAME AND NOMENCLATURE 


PP~338/U 


1 Power Supply PP-388/U 21-5/8 x 25 x 25-3/8 205 

1 Set of Equipment Spares 9x 12 x 18 60 
PP—3 88A/U 

1 Power Supply PP-388A/U 21-7/8 x 22-3/ x 2u-3/8 190 

1 Set of Equipment Spares 1-374 x 6 x 6 0.5 


1.2 PP-388/U: 2 UNCLASSIFIED 


UNCLASSIFIED 


April 1959 


POWER SUPPLY 


Power Supply PP-388B/0 
Power Supply PP—388B/U is mounted on four meta 
electrical equipment legs rather than the four 
vibration mounts used on Power Supply PP=388A/U. 


FUNCTIONAL DESCRIPTION 


The PP-388B/U is designed for general use 
to supply 500 watts of Direct Current (DC) 
power at either 13 or 26 volts to electronic 
or other equipments, from either a 115 or 
230 volt +10%, 60 cycle, Alternating Current 
(AC) source. It may also be used to charge 
storage batteries. Furthermore, an emergency 
feature is provided, whereby a storage bat- 
tery is "floated" across the load, and sup- 
plies powertothe load automatically in case 
of failure of the Alternating Current (AC) 
power. Also a "trickle charge" feature, 
whereby such batteries may be kept fully 
charged when the load is removed. It can 
operate continuously on a 25% overload. 

Data on this sheet reflects the following 
field changes: No. l. 


RELATION TO OTHER EQUIPMENT 
The PP-388B/U is mechanically and elec- 


trically interchangeable w/PP-388A/U, except 
Silicon rectifiers replace selinum type, 


UNCLASSIFIED 


Radio-Auxiliary 


PP-388B/U 


power transformer is redesigned to accommo- 


date Silicon rectifiers and improve tempera- 
ture rise characteristics of transformer, 
and relay K-106 is changed to a time delayed 
type because of better current regulation. 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


-TYPE OF RECTIFICATION: Metallic type ful] 


wave rectification. 

POWER OUTPUT: 26 v, 19 amps; 13 v, 38 amps; 
500 watts. 

POWER INPUT: 115/230 v, 60 cps, single ph. 


MANUFACTURER'S OR CONTRACTOR'S DATA 
Rauland Borg Corp., Chicago 18, I]linois. 
Part No. VM-0472. 
Contract NObsr-71767, dated 21 Feb- 
ruary 1958. 
TUBE AND/OR CRYSTAL COMPLEMENT 
No Electron Tubes used. 


(4) 1N248 


Total Crystals: (4) 


REFERENCE DATA AND LITERATURE 


NAVSHIPS 91773(A): Technical Manual for 
Power Supply PP-388A/U and PP-388B/U. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE BUSHIPS 


PROCUREMENT COGNIZANCE MIL—-P—16546 (SHIPS) 
STOCK NO. 
R.0.B. IDENT. NO. 12.5 


1.2 PP-388B/U: 1 


tos Sey 


UNCLASSIFIED 


Radio-Auxiliary April 1959 


PP-388B/U POWER SUPPLY 


SHIPPING DATA 


NUMBER VOLUME OVERALL DIMENSIONS WEIGHT, 
: oe. CONTENTS AND IDENTIFICATION (Cu.Ft.) linches) 


10.56 |25-1/2 X 26 X 27 
73 cu in.J2 X 6-1/4 X 6-1/4 


Power Supply PP~388B/U 
Set of Equipment Spares 


EQUIPMENT SUPPLIED DATA 


OVERALL DIMENSIONS 
(inches) 


21-7/8 X 22-3/4 X 23-3/8 
1-3/4 X 6 X 6 


QUANTITY WEIGHT 


NAME AND NOMENCLATURE 
(Ibs.) 


Power Supply PP—388B8/U 
Set of Equipment Spares 


1/2 


1.2 PP-388B/U: 2 UNCLASSIFIED 


UNCLASSIFIED 
June 1961 Radio-Auxiliary 


POWER SUPPLY PP-424/U 


MANUFACTURER'S OR CONTRACTOR'S DATA 


Teletype Corp., Chicago, Illinois. 
Type REC-29. 
Contract NObsr-59907. 
Approximate unit cost $176.48. 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes or Crystals used. 


Ol AS DC 
PLY INPUT OUTPUT 


Power Supply PP-424/0 
FUNCTIONAL DESCRIPTION 


REFERENCE DATA AND LITERATURE 


T™ 11-2215: Technical Manual for TT-5/FG 
Power Supply PP-424/U is a table mounted and TT-6/FG. 
unit intended to be used as a DC supply for 
teletypewriters. 
No field changes in effect at time of 
preparation (1l January 1961). 


TYPE CLASSIFICATION (NAVY) 


ELECTRICAL AND MECHANICAL CHARACTERISTICS DESIGN COGNIZANCE USN, BUSHI PS 
PROCUREMENT COGNIZANCE 
STOCK NO. 

INPUT: 95 to 125 v, 25 to 60 cyc, single R.D.B. IDENT. NO. 


ph. 
OUTPUT: 120 v dc, 0.200 amp. 


SHIPPING DATA 


VOLUME OVERALL DIMENSIONS 
(Cu.Fe.) (inches) 


1 11 x 11 x 15 


NUMBER 


CONTENTS AND IDENTIFICATION 


Power Supply PP—424/U 


EQUIPMENT SUPPLIED DATA 
QUANTITY 
PER 


OVERALL DIMENSIONS 
NAME AND NOMENCLATURE (inches) 
EQUIPT 


1 | Power Supply PP—¥2u/u ee 


UNCLASSIFIED 1.2 PP-424/U: 1 


UNCLASSIFIED 
February 1960 


; POWER SUPPLY 


Power Supply PP-454/PRI-5 
FUNCTIONAL DESCRIPTION 


Power Supply PP-454/FRT-5 is an elec- 
tronic-type power supply with half-wave and 
full-wave rectification, designed to supply 
plate and filament voltages to RF oscillator 
O-91/FRT-5 and Frequency Shift Keyer KY-45/ 
FRT-5. 

Data on this sheet reflects the following 
field changes: F.C. 1. 


EQUIPMENT REQUIRED BUT NOT SUPPLIED 


(1) Connector, Receptacle NT-49749-A, 
(2) Connector Plug, (as req) Wire, Electri- 
cal. 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


POWER REQUIREMENTS: 
+5%, 1 ph. 

POWER OUTPUT 
RECEPTACLE J-1001: 6.3 v AC at 8.5 amp 


115 v or 230 v, 60 cy 


Radio-Auxiliary 


PP-454/FRT-5 


+150 v DC regulated 
+250 v DC at 250 ma 
unregulated 
RECEPTACLE J-1002: 6.3 v AC at 6 amp 
-100.v DC unregulated 
+150 v DC regulated 
+250 v DC at 150 ma 


unregulated 


MANUFACTURER’S OR CONTRACTOR'S DATA 


Federal Television Corp., N.Y., N.Y. 
Contract NObsr-64059, dated 19 Octo- 
ber 1953. 
Virginia Electronics Co., Washington, D.C. 


TUBE AND/OR CRYSTAL COMPLEMENT 


(1) 6X4 
Total Tubes: (6) 
No Crystals used. 


(3) 5SR4GY (2) 0A2 


REFERENCE DATA AND LITERATURE 


NAVSHIPS 92185: Technical Manual for POWER 
SUPPLY PP-454/FRT-5. 


TYPE CLASSIFICATION (Navy) 


DESIGN COGNIZANCE USN, BUSHIPS 
PROCUREMENT COGNIZANCE 


STOCK NO. 


SHIPPING DATA 


NUMBER 
CONTENTS AND IDENTIFICATION 


Power Supply PP—45u/FRT-5 


WEIGHT 
PACKED 
(Ibs.) 


VOLUME 
(Cu.Ft.) 


OVERALL DIMENSIONS 
{inches) 


5.04 17-1/4 X 21-1/2 X 23-1/2 


EQUIPMENT SUPPLIED DATA 


NAME AND NOMENCLATURE 


Power Supply PP—454/FRT-5 Including: 
Technical Manual 


UNCLASSIFIED 


OVERALL DIMENSIONS 
(inches) 


WEIGHT 


8-3/4 X 15-1/8 X 19 


1.2 PP-454/FRT-5: 1 


UNCLASSIFIED 
February 1960 


POWER SUPPLY 


Power Supply PP-Y54UA/FRT-5 


FUNCTIONAL DESCRIPTION 


Power Supply PP-454A/FRT-5 is an elec- 
tronic-type power supply with half-wave and 
full-wave rectification, designed to supply 
plate and filament voltages to RF oscillator 
0-91/FRT-5 and Frequency Shift Keyer KY-45/ 
FRT- 5. 

No field changes in effect at time of 


preparation (31 August 1959). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


POWER REQUIREMENTS: 
+5%, 1 ph. 
POWER OUTPUT 
RECEPTACLE J-1001: 6.3 v AC at 8.5 amp 
+150 v DC regulated 
+250 v DC at 250 ma 


unregulated 


115 v or 230 v, 60 cy 


Radio-Auxiliary 


PP-454A/FRT-5 


RECEPTACLE J-1002: 6.3 v AC at 6 amp 
-~100 v DC unregulated 
+150 v DC regulated 
+250 v DC at 150 ma 


unregulated 


MANUFACTURER’S OR CONTRACTOR'S DATA 


Federal Telephone and Radio Corp, Clifton, 
New Jersey. 
Contract NObsr-49171, dated 24 May 
19 50. 


TUBE AND/OR CRYSTAL COMPLEMENT 


(1) 6X4 (3) SR4GY (2) OA2 
Total Tubes: (6) 


No Crystals used. 


REFERENCE DATA AND LITERATURE 


NAVSHIPS 91404(A): Technical Manual for 
RADIO TRANSMITTING SET AN/FRT-6A. 

NAVSHIPS 491457(A): Technical Manual for 
RADIO TRANSMITTING SET AN/FRT- 5A. 


TYPE CLASSIFICATION (NAVY) 


DESIGN COGNIZANCE USN, BUSHIPS 


PROCUREMENT COGNIZANCE SPEC: SHIPS-R-S4, 
ADDENDUM 1 


sTOCK NO. 


EQUIPMENT SUPPLIED DATA 


QUANTITY 


Power Supply PP-U54A/FRT-5 


UNCLASSIFIED 


OVERALL DIMENSIONS 
NAME AND NOMENCLATURE ‘ 
(inches) 


WEIGHT 


8-3/4 X 15-1/8 X 19 


S. 


1,2 PP-454A/FRT-5: 1 


UNCLASSIFIED 
February 1960 


POWER SUPPLY 


Power Supply PP-454B/PRI-5 


FUNCTIONAL DESCRIPTION 


Power Supply PP-454B/FRT-5 is an elec- 
tronic-type power supply with half-wave and 
full-wave rectification, designed to supply 
plate and filament voltages to RF oscillator 
O-91/FRT-5 and Frequency Shift Keyer KY- 
45/FRT-5. 

No field changes in effect at time of 
preparation (31 August 1959). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


POWER REQUIREMENTS: 
+5%, 1 ph. 

POWER OUTPUT 
RECEPTACLE J-1001: 


IVS. vor 230 *v, 60 cy: 


6.3 v AC at 8.5 amp 

+150 v DC regulated 

+250 v DC at 250 ma 
unregulated 

6.3 v AC at 6 amp 

-100 v DC unregulated 

+150 v DC regulated 


RECEPTACLE J-1002: 


Radio-Auxiliary 


PP-454B/FRT-5 


+250 v DC at 150 ma 
unregulated 


MANUFACTURER'S OR CONTRACTOR'S DATA 


Federal Telephone and Radio Corp, Clifton, 
New Jersey. 
Contract NObs r-52662, dated 27 June 
OS. 
Contract NObsr-57454, dated 23 June 
1952. 


TUBE AND/OR CRYSTAL COMPLEMENT 
(1) 6X4 (2) OA2 

Total Tubes: (6) 

No Crystals used. 


(3) SR4GY 


REFERENCE DATA AND LITERATURE 


NAVSHIPS 91739: Technical Manual for RADIO 
TRANSMITTING SET AN/FRT-6B. 

NAVSHIPS 91740: Technical Manual for RADIO 
TRANSMITTING SET AN/FRT-5B. 


TYPE CLASSIFICATION (Navy) 


DESIGN COGNIZANCE USN, BUSHIPS 
PROCUREMENT COGNIZANCE 


STOCK NO. 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
PER 
EQUIPT 


NAME AND NOMENCLATURE 


Power Supply PP—4548/FRT—5 


UNCLASSIFIED 


OVERALL DIMENSIONS WEIGHT 
(inches) (Ibs.) 
8-3/4 X 15-1/8 X 19 85 


1.2 PP-454B/FRT-5: 1 


UNCLASSIFIED 
February 1960 


POWER SUPPLY 


Power Supply PP-454C/FRI-5 
FUNCTIONAL DESCRIPTION 


Power Supply PP-454C/FRT-5 is an elec- 
tronic-type power supply with half-wave and 
full-wave rectification, designed to supply 
plate and filament voltages to RF oscillator 
O-91/FRT-5 and Frequency Shift Keyer KY-45/ 
FRT- 5. 

No field changes in effect at time of 
preparation (31 August 1959). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


POWER REQUIREMENTS: 
+5%, 1 ph. 

POWER OUTPUT 
RECEPTACLE J- 1001: 


115 v or 230 v, 60 cy 


6.3 v AC at 8.5 amp 

+150 v DC regulated 

+250 v DC at 250 ma 
unregul ated 


RECEPTACLE J-1002: 6.3 v AC at 6 amp 


Radio-Auxiliary 


PP-454C/FRT-5 


- -100 v DC unregul ated 
+150 v DC regulated 
+250 v DC at 150 ma 


unregul ated 


MANUFACTURER'S OR CONTRACTOR'S DATA 


Federal Telephone and Radio Corp, Clifton, 


New Jersey. 


Contract NObsr-64118. 


TUBE AND/OR CRYSTAL COMPLEMENT 


(1) 6x4 
Total Tubes: (6) 
No Crystals used. 


(3) SR4GY (2) 0A2 


REFERENCE DATA AND LITERATURE 


Technica] Manual for 


NAVSHIPS 92596(A): 
RADIO TRANSMITTING SET AN/FRT-= 6C. 


TYPE CLASSIFICATION (Navy) 


DESIGN COGNIZANCE USN, BUSHIPS 
PROCUREMENT COGNIZANCE 


STOCK NO. 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
PER 
EQUIPT 


Power Supply PP—454C/FRT—5 


UNCLASSIFIED 


OVERALL DIMENSIONS 
NAME AND NOMENCLATURE e 
(inches) 


WEIGHT 
(Ibs.) 


8-3/4 X 15-1/8 X 19 


1.2 PP-454C/FRT-5: Jj 


UNCLASSIFIED 
February 1960 


Radio-Auxiliary 


POWER SUPPLY PP-454D/FRT-5 


Power Supply PP-U45YD/PRI-5 


FUNCTIONAL DESCRIPTION 


Power Supply PP-454D/FRT-5 is an elec- 
tronic-type power supply with half-wave and 
full-wave rectification, designed to supply 
plate and filament voltages to RF oscillator 
0-91/FRT-5 and Frequency Shift Keyer KY-45/ 
FRT-5. 

No field changes in effect at time of 
preparation (31 August 1959). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


POWER REQUIREMENTS: 115 v or 230 v, 60 cy, 
1 ph. 
POWER OUTPUT 
RECEPTACLE J-1001: 6.3 v AC at 8.5 amp. 
+150 v DC regulated 
+250 v DC at 250 ma 


unregulated 


RECEPTACLE J-1002: 6.3 v AC at 6 amp 


-100 v DC unregulated 
+150 v DC regulated 
+250 v DC at 150 ma 
unregulated 
MANUFACTURER'S OR CONTRACTOR'S DATA 
Electronic Wiring Corp, Flushing, N. Y. 
Contract NObsr-75155. 
TUBE AND/OR CRYSTAL COMPLEMENT 
(1) 6X49 (3) SR4WGA (2) OA2WA 
Total Tubes: (6) 


No Crystals used. 


REFERENCE DATA AND LITERATURE 


Nomenclature Card for Power Supply PP-454D/ 
FRT-5. 


TYPE CLASSIFICATION (NAVY) 


DESIGN COGNIZANCE USN, BUSHIPS 
PROCUREMENT COGNIZANCE SPEC: MIL—R~-16198 

(SHIPS) 
STOCK NO. 


R.D.8. IDENT. NO. 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
PER 
EQUIPT 


Power Supply PP~454uD/FRT-5 


UNCLASSIFIED 


OVERALL DIMENSIONS 
NAME AND NOMENCLATURE 2 
(inches) 


8-3/4 X 15-1/8 X 19 


1.2 PP-454D/FRT-5: 1 


UNCLASSIFIED 
April 1959 


POWER SUPPLY 


Radio-Auxi liary 


PP-5030/FR 


Power Supply PP-5030/FR 


FUNCTIONAL DESCRIPTION 


The PP-5030/FR is designed as a power 
supply, that provides the filament and plate 
voltages for the Technical Materiel Corpora- 
tion’ s Model RSA-2, RSC-2 and RSD-2. Each unit 
is identical and canbe used interchangeably. 
Interconnections are provided by an eight 
(8) conductor cable assembly with polarized 
fittings. 

No field changes in effect at time of 
preparation (5 March 1959). 


RELATION TO OTHER EQUIPMENT 


The PP-5030/FR is part of the AN/FRQ-501. 
The PP-5030/FR is designed to be used with 


but not part of the AN/FRR-502. 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


TYPE OF RECTIFIER: Electronic type. 

TYPE OF RECTIFICATION: 
cation. 

OUTPUT DATA: 6.3 v, 3 amps ct; 6.3 v, 1.2 
amps, 300 v, 70 ma. 

INPUT DATA: 110 to 220 v AC, 
65 watts. 


Full wave rectifi- 


50 to 60 cps, 


UNCLASSIFIED 


MANUFACTURER’S OR CONTRACTOR'S DATA 


The Technical Materiel Corp., Mamaroneck, 


Hy. 

Model RSP-2. 

Contract NObsr-64820, dated 20 June 
1955. 

Contract NObsr-71688, dated 15 Feb- 
ruary 1957. 


Approximate Cost: $280,000.00 with 
equipment spares for Contract NObsr- 
64820. 

Approximate Cost: $479,228.12 with 
equipment spares forContract NObsr- 


71688. 


TUBE AND/OR CRYSTAL COMPLEMENT 


(1) 5Y3GT 


Total Tubes: (1) 
No Crystals Used. 


REFERENCE DATA AND LITERATURE 


NAVSHIPS 92600A: Technical Manual for Re- 
mote Control Receiver System Model RCR 
AN/FRA-501 Receiver Control Group. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE BUSHIPS 


PROCUREMENT COGNIZANCE RCAF RAD 11-9 
STOCK NO. 
R.0.B. IDENT. NO. 17,5 


1.2 PP-5030/FR: 1 


UNCLASSIFIED 


Radio-Auxiliary April 1959 


PP-5030/FR POWER SUPPLY 


SHIPPING DATA 


WEIGHT 
PACKED 
(Ibs.) 


OVERALL DIMENSIONS 
(inches) 


VOLUME 
(Cu.Ft.) 


NUMBER 


CONTENTS AND IDENTIFICATION 


Power Supply Technical Materiel 3-1/2 X 8-1/2 X 19 43 
Corp Model RSP-2 
EQUIPMENT SUPPLIED DATA 
QUANTITY 
nee NeeieAtas Rie EMCI ORE Oereee DIMENSIONS WEIGHT 
EQUIPT (inches) (Ibs.) 
—_—_—_————| 
1 Power Supply Technical Materiel Corp 3-1/2 X 8-1/2 X 19 16 


Model RSP-2 


1.2 PP-5030/FR: 2 UNCLASSIFIED 


UNCLASSIFIED 
October 1957 


POWER SUPPLY 


Power Supply PP-531/UR 
FUNCTIONAL DESCRIPTION 


The PP-531/UR is a rectifier type unit 
designed for use with the Mode] TBA series 
Redio Equipment. Operating from inputs of 


UNCLASSIFIED 


Radio-Auxiliary 


PP-531/UR 


220 or 440 v, 3 ph, 60 cps, the PP-531/UR 
supply furnishes the keying, bias, screen 
and plate voltages for the TBA units. 

Primary purpose of the PP-531/UR unit is 
for replacement of the TBA motor-generator 
set with which it may also be used as an 
alternate supply. The rectifier unit is cap- 
able of being controlled by the TBA starting 
voltage inthe same manner asthe motor gener- 
ator set. 

Data on this sheet reflects the following 
field changes, FC 1 (20 March 1957). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


INPUT 
VOLTAGE: 
PHASE: 3. 
FREQUENCY: 60 cps. 

POWER: 13/6.5 mp. 

OUTPUT VOLTAGE 
KEYING AND BIAS RECTIFIER: ~115 v DC. 
AUXILIARY PLATE RECTIFIER: +500 vw DC. 
MAIN PLATE RECTIFIER: +1250 v, +2500 v DC. 

OUTPUT CURRENT 


220/440 v AC. 


KEYING AND BIAS RECTIFIER: 1.6 amp. 
AUXILIARY PLATE RECTIFIER: 0.55 amp. 
MAIN PLATE RECTIFIER: 0.44, 0.98 amp. 


STARTING VOLTAGE: 
POWER FACTOR: 


115 v AC. 
0.98. 


MANUFACTURER'S OR CONTRACTOR'S DATA 


Radio Corp of America, Camden, N.J. 
Contract NObsr-43453, dated 30 June 1949. 


TUBE AND/OR CRYSTAL COMPLEMENT 


(2) 3B28 
Tota] Tubes: (10) 


(8) 4B32 


REFERENCE DATA AND LITERATURE 


NAVSHIPS 91374: Technica] Manual] for Power 
Supply PP-531/UR. 


TYPE CLASSIFICATION 


DESIGN COGNIZANCE BUSHIPS 


PROCUREMENT COGNIZANCE 
STOCK NO. 


1.2 PP-531/UR: 1 


UNCLASSIFIED 
Radio-Auxiliary October 1957 


PP-531/UR POWER SUPPLY 


SHIPPING DATA 


NUMBER VOLUME OVERALL DIMENSIONS WEIGHT 
OF CONTENTS AND IDENTIFICATION (CuFt) sinthes) PACKED 
BOXES ped (Ibs.) 


sl Power Supply PP—531/UR 72.3 36-1/4 X 42-1/4 X 81-5/8 1185 
1 Equipment Spares 7 X 15-1/4 X 20 35 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
nee NELEMEND NO MENCIAGEIRE gets DIMENSIONS WEIGHT 
EQUIPT (inches) (Ibs.) 
1 Power Supply PP—531/UR 25 X 31 X 72 970 
Equipment Spares 6X 12 X 18 24 


1.2 PP-531/UR: 2 UNCLASSIFIED 


UNCLASSIFIED 
October 1957 


POWER SUPPLY 


Radio- Auxiliary 


PP-597/U 


Power Supply PP-597/0 


FUNCTIONAL DESCRIPTION 


The PP-597/U is designed to supply the 
plate and filament voltages required by An- 
tenna Coupler CU-119A/FR or other equipment 
of similar design and characteristics. 

No field changes in effect at time of 
preparation (22 March 1957). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


INPUT: 
OUTPUT: 


115/230 v, 50 to 60 cps. 
125 v DC; 200 ma; 6.3 v AC, 6 amp. 


TUBE AND/OR CRYSTAL COMPLEMENT 


(1) 5U4G 


Total Tubes: (1) 


REFERENCE DATA AND LITERATURE 


TM11-958: Technical Manual for POWER SUPPLY 
PP-597/U. 


TYPE CLASSIFICATION 
TASSA 


DESIGN COGNIZANCE 
PROCUREMENT COGNIZANCE 
STOCK NO. 


SHIPPING DATA 


Power Supply PP—597/U 


VOLUME OVERALL DIMENSIONS sapeieadd 
(Cu.Ft.) (inches) eruire 
6 x 7-1/2 x 20 26.38 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
PER 
EQUIPT 


1 


NAME AND NOMENCLATURE 


Power Supply PP-597/U 


UNCLASSIFIED 


OVERALL DIMENSIONS WEIGHT 
(inches) ((bs.) 


5-1/8 x 6-7/8 x 18-7/8 


1.2 PP-597/U: 1 


UNCLASSIFIED 
October 1957 


Radio-Auxiliary 


POWER SUPPLY PP-638/U 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


POWER OUTPUT 
DC FOR PLATE SUPPLY 
AM-494/GR: 1100 v at 340 ma. 
AM-495/GR: 1100 v at 320 ma. 
DC FOR SCREEN SUPPLY 
AM-494/GR: 230 v at 60 ma. 
AM-495/GR: 225 v at 40 ma. 
AC FOR FILAMENT SUPPLY: 6 v at 5.2 amp. 
POWER INPUT: 115 or 230 v, 60 cps, 660 w. 


TUBE AND/OR CRYSTAL COMPLEMENT 


(2) 3B28 (1). 6Y6G 


Total Tubes: (3) 


REFERENCE DATA AND LITERATURE 


: : T11-992: Technical Manual for Power Supply 
Power Supply PP-638/0 PP-638/U. 


FUNCTIONAL DESCRIPTION 


The PP-638/U is designed to supply and 
control all the necessary power for the oper- 
ation of Radio Amplifier AM-494/GR or AM-495/ 
GR in a fixed station radio set, such as 


Radio Set AN/TRC-28 or AN/TRC-22. The use of ORE SUA Se ete toes 
DESIGN COGNIZANCE TASSA 


a r-f amplifier increases the power output 
for transmission from 45 to 250 w. 

No field changes in effect at time of 
preparation (20 March 1957). 


PROCUREMENT COGNIZANCE 
STOCK NO. 


EQUIPMENT SUPPLIED DATA 


QUANTITY OVERALL DIMENSIONS WEIGHT 
PER NAME AND NOMENCLATURE cer (Ibs.) 
EQUIPT (inches) 


1 Power Supply PP-638/U 16-1/2 x 20-1/4 x 26-3/4 173 
Set Running Spares 


UNCLASSIFIED 1.2 PP-638/U: 1 


UNCLASSIFIED 


February 1960 


POWER SUPPLY 


Power Supply PP-67U/2PS-1D 


FUNCTIONAL DESCRIPTION 


The PP-674/TPS-1D is designed to provide 
al] the positive and negative Direct Current 
(DC) potentials, up to 450 volts, for the 
operation of any other unit(s) of the AN/ 
TPS-1D system. The unit also houses a Con- 
trol Chassis that contains timing and con- 
trol circuit relays. 

No field changes in effect at time of 
preparation (11 June 1959). 


RELATION TO OTHER EQUIPMENT 


The PP-674/TPS-1D is designed as part of 
AN/TPS-1D. 


EQUIPMENT REQUIRED BUT NOT SUPPLIED 


(1) Power Unit (Varies w/using service) 


115 v +5%, 400 cps +4%, single ph, 350 watts. 


Radio-Auxiliary 


PP-674/TPS-1D 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


TYPE OF DISK: Electronic and metallic disk. 

POWER OUTPUTS: +450 v DC, 90 mils; +300 
DC, 165 mils; +230 v DC, 60 mils; +200 
DC, 50 mils; 150 v DC, 495 mils; +27.5 
DC, 5 amps; -150 v DC, 130 mils; -300 
DC, 16 mils. 

POWER INPUTS: 115 v, single, 400 cps. 


<<< < 


MANUFACTURER'S OR CONTRACTOR'S DATA 


Raytheon Mfg Co., Waltham, Mass. 
Type No.1591. 
Contract NObsr-43457. 
Contract NObsr-57464, dated 21 June 
1952. 


TUBE AND/OR CRYSTAL COMPLEMENT 


(6) SR4WGY (2) 6AH6 
(3) 6AS7G (3) 6Y6G 
(3) OA2 


Total Tubes: (17) 
No Crystals used. 


REFERENCE DATA AND LITERATURE 


NAVSHIPS 91902(A): Technical Manual for 
Power Supply PP-674/TPS-1D. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE BUSHIPS 
PROCUREMENT COGNIZANCE BUSHIPS SPEC CS—1241A, 


STOCK NO. SH | PS—R-81 


R.D.B. IDENT. NO. 12.5 


EQUIPMENT SUPPLIED DATA 


apc as WEIGHT 
(Ibs.) 


EQUIPT 


Power Supply PP-674/TPS~1D 
Set of Interconnecting Cables 
Technical Manual NAVSHIPS 91902(A) 


UNCLASSIFIED 


OVERALL DIMENSIONS 
NAME AND NOMENCLATURE ‘ 
(inches) 


24 X 24 X 29 


1/2 X 8-3/4 X 11-1/4 


1.2 PP-674/TPS-1D: 1 


UNCLASSIFIED 
October 1957 


POWER SUPPLY 


Radio-Auxiliary 


PP-765/U, 
PP-765A/U 


Power Supply PP-765/0 


FUNCTIONAL DESCRIPTION 


The PP-765/U or PP-765A/U is a voltage 
regulated power supply for use with tele- 
typewriter and converter equipment. Recti- 
fication is thru use ofa selenium rectifier, 
and a vacuum tube rectifier operates the 
control section of the supply. 

Data on this sheet reflects the following 
field changes, FCI (20 March 1957). 


RELATION TO OTHER EQUIPMENT 


Equipment Required but not Supplied: (1) 


UNCLASSIFIED 


(1) Ground 


Input and Output power wiring, 


Cable. 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


VOLTAGE OUTPUT: 120 v DC #1.5 vy, 0 to 1.0 
amp. 
POWER SOURCE REQUIRED: 115/230 v, SO to 60 


cps, single ph, 225 w, 0.56 power factor. 


MANUFACTURER'S OR CONTRACTOR'S DATA 
Power Equipment Co., Detroit, Mich. 


Contract NObsr-52393, dated 9 May 1951. 
Contract NObsr-64180. 


1.2 PP=765/U: ! 


UNCLASSIFIED 


Radio-Auxiliary October 1957 
PP-765/U, POWER SUPPLY 
PP-765A/U 
TUBE AND/OR CRYSTAL COMPLEMENT Supply PP-765/U and PP-765A/U. 
(1) 6AC7 (1) 6XSGT/G 
(1) 6V6GT/G (1) OA3/VR75 


Total Tubes: (4) 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE BUSH /PS 


PROCUREMENT COGNIZANCE 


REFERENCE DATA AND LITERATURE STOCK NO. 


NAVSHIPS 91557: Technical Manual for Power 


SHIPPING DATA 


NUMBER VOLUME OVERALL DIMENSIONS WEIGHT 
OF CONTENTS AND IDENTIFICATION (Cv.Ft.) canenieg PACKED 
BOXES ls (Ibs.) 
1 Power Supply PP-765/U or PP—765A/U 
and Equipment Spares 19.6 2u—1/8 X 26—1/4 X 3-3/8 375 


EQUIPMENT SUPPLIED DATA 


OVERALL DIMENSIONS 
(inches) 


QUANTITY 
PER 


WEIGHT 


EQUIPT 
Power Supply PP-765/U or PP—765A/U 8 X 12-1/8 X 22 
2 Technical Manuals 
1 Set of Equipment Spares 51 


1.2 PP-765/U: 2 UNCLASSIFIED 


UNCLASSIFIED 


October 3957 


BATTERY CHARGER 
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Battery Charger PP-775/0 
FUNCTIONAL DESCRIPTION 


The PP-775/U and PP-775A/U are a modified 
constant charging unit designed to supply DC 


for charging or floating nickel-cadmium stor- 


Radio-Auxiliary 


PP-775/U,775A/U 


age batteries. The charger may be operated 
from any source of 105 to 125 v, 58 to 62 
cps, single ph, that is capable of carrying 
sustained load of 50 ampere. A wooden case 
and mounting base is supplied with each 
charger. 

Data on this sheet reflects the following 
field changes, FC 2 (22 March 1957). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


INPUT: 
ph. 


105 v to 125 v, 58 to 62 cps, single 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes. 


REFERENCE DATA AND LITERATURE 


T11-989: Technical] Manual for Battery 
Chargers PP-775/U and PP-775A/U. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE TASSA 


PROCUREMENT COGNIZANCE 
STOCK NO. 


SHIPPING DATA 


NUMBER 


OF CONTENTS AND IDENTIFICATION 
BOXES 

1 Battery Charger PP—775/U 

1 Battery Charger PP-775A/U 


VOLUME OVERALL DIMENSIONS 

(Cu.Ft.) (inches) 
31-1/2 X 35—1/2 X 3B 535 
31-1/2 X 35-1/2 X 47 592 


EQUIPMENT SUPPLIED DATA 


peda si OVERALL DIMENSIONS WEIGHT 
PER ; . 
EQUIPT (inches) (Ibs.) 


1 Battery Charger PP-775/U 
1 Battery Charger PP-—775A/U 
UNCLASSIFIED 


25-7/8 X 26-1/4 X 30—3/4 440 
25-7/8 X 26-1/4 X 40 471 


1.2 PP-775/U: 1 


UNCLASSIFIED 
October 1957 
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Power Supply PP-804/0 


FUNCTIONAL DESCRIPTION 


The PP-804/U is a 115 v or 230 v, 60 cps, 
single ph, transformer-type power supply, 
designed to provide operating power for Radio 
Transmitter T-416/GR or T-417/GR. 

No field changes in effect at time of 
preparation (21 March 1957). 


Radio-Auxiliary 
SUPPLY PP-804/U 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


POWER INPUT: 115 or 230 v, 50 to 65 cps, 
single ph, 230 va. 
POWER OUTPUT AVAILABLE: 


500 V DC: 250 amp. 
250 V DC: 70 amp. 
1.35 V DC: 1.0 amp. 
125° VDC: 2)..1 amp. 
-25 V DC: 5 amp. 

6 V DC: 0.3 amp 
6.3 V AC: 0.9 amp. 
6.3 V AC 2.1 amp. 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes. 


REFERENCE DATA AND LITERATURE 


TM11-5072: Technica] Manual for Power Sup- 
ply PP-804/U. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE TASSA 


PROCUREMENT COGNIZANCE 
STOCK NO. 


EQUIPMENT SUPPLIED DATA 


QUANTITY OVERALL DIMENSIONS WEIGHT 
PER NAME AND NOMENCLATURE mas (Ibs.) 
EQUIPT (inches) s 
1 Power Supply PR-BOw/U 7 X 8-5/8 X 14-1/2 40 


UNCLASSIFIED 


1.2 PP-804/U: 1 


UNCLASSIFIED 


April 1958 


1-101 M-101 


FIOS S*102 F100 OUTPUT _AC INPUT 
TERMINAL TERMINALS 


2a 
Power Supply PP-811/0 


FUNCTIONAL DESCRIPTION 


The PP-811/U is a magnesium-copper sul- 
phide rectifier supply providing well regu- 
lated and filtered DC voltage output. It em- 
ploys two independent output circuits which 
may be series orparallel connected to supply 
either 13 volts at 40 amperes, or 26 volts at 
20 amperes. Provision is made for obtaining 
continuous DC output adjustment, as well as 
Constant output during variation of the AC 
input voltage to the supply. Compensation is 
provided to allow for voltage drop due to 
rectifier aging. 

A DC voltmeter and ammeter are provided 
to indicate output, andisolating-type trans- 
formers are used to isolate the DC output 
circuit from the AC line. 

No field changes in effect at time of 
preparation (31 December 1957). 


POWER SUPPLY 


Radio-Auxiliary 


PP-811/U 
RELATION TO OTHER EQUIPMENT 


The PP-811/U is used as a temporary sub- 
stitute for Power Supply PP-388/U. 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


OUTPUT: 13 or 26 v DC, 40 or 20 amps, 520 
Ww. 

RIPPLE CONTENT: Less than 1% at full load. 

REGULATION: 12 to 14 v or 24 to 28 v from 


no load to full load. 

METER RANGES 
DC VOLTMETER: 
DC AMMETER: 0 to 50 amp. 

TEMP LIMITS: 0 to 40 deg C. 

POWER SOURCE REQUIRED: 115 or 230 v +10%, 
60 cps, single ph. 

MTG DATA: Deck mounted w/3 in. air space at 
top onal] sides for adequate ventilation. 


0 to 35) .v- 


MANUFACTURER'S OR CONTRACTOR'S DATA 


P. R. Mallory andCo, Inc., Rectifier Div, 
Indianapolis, Ind. 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes or Crystals. 


REFERENCE DATA AND LITERATURE 


NAVSHIPS 91615: Technical] Manual for Power 
Supply PP-811/U. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE BUSHIPS 


PROCUREMENT COGNIZANCE 
STOCK NO. 


EQUIPMENT SUPPLIED DATA 


QUANTITY OVERALL DIMENSIONS WEIGHT 
PER NAME AND NOMENCLATURE «ines (ibs.) 
EQUIPT inches . 


Power Supply PP—811/U 


UNCLASSIFIED 


13 X 23-1/4 X 26 


1.2 PP-811/U: 1 


UNCLASSIFIED 


January 1958 Radio-Auxiliary 


POWER SUPPLY PP-824A/G 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


INPUT DATA 
VOLTAGE: 105 to 125 v, 50 to 60 cps. 
POWER: 312 W max. 
OUTPUT DATA 
VOLTAGE (NOMINAL): 131 v DC. 
CURRENT: 1.04 amps max. 
RIPPLE VOLTAGE: 1% max at 30 deg C. 
TYPE RECTIFICATION: Ful] wave selenium rec- 
tifier, bridge type. 
TYPE SERVICE: Continuous duty. 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes. 


Power Supply PP-824A/G 
REFERENCE DATA AND LITERATURE 


TM11-5130: Technical] Manual for Power Sup- 
FUNCTIONAL DESCRIPTION ply PP-824A/G. 


The PP-824A/G is a genera] purpose recti- 
fying unit designed to provide a source of 
regulated direct current at relatively high 


current values with a low percentage of rip- TYPE CLASSIFICATION 
ple voltage. It is designed for permanent DESIGN COGNIZANCE TASSA 
indoor installation in a standard, 19-inch PROCUREMENT COGNIZANCE 


equipment rack. STOCK NO. 
No field changes in effect at time of 
preparation (9 August 1957). 


SHIPPING DATA 


NUMBER VOLUME OVERALL DIMENSIONS 
OF CONTENTS AND IDENTIFICATION (Cu.Ft.) (inches) PACKED 
BOXES at (Ibs.) 


Power Supply PP-—824A/G 11-1/2 x 21 x 36 


EQUIPMENT SUPPLIED DATA 


QUANTITY WEIGHT 
PER 

EQUIPT ePyl 
1 Power Supply PP-824A/G 8-23/32 x 14-9/16 x 19 
1 Input Cable Assembly 36 1g 
2 Technical Manual TM11-5130 1/8 x 5-7/8 x 9-1/8 


UNCLASSIFIED 1.2 PP-824A/G: 1 


UNCLASSIFIED 


October 1957 


POWER SUPPLY 


T300! 


CR3003 


_ A 300! 


GR3004 


53001 


Radio-Auxiliary 


PP-846/U 


L3001 


CR300! 


A 3002 


Power Supply PP-846/U 


FUNCTIONAL DESCRIPTION 


The PP-846/U is a transformer type AC 
power supply which transforms, rectifies, re- 
gulates, and filters power from a 115 v or 
230 v AC source. The power supply develops 
the voltage required to operate one of the 
following components: Radio Receivers R-257/ 
UR, R-394/U or Radio Set Control C-845/U. 

No field changes in effect at time of 
Preparation (20 March 1957). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


POWER INPUT: 
46 va. 
FILAMENT AND HEATER CIRCUIT POWER DRAINS 
6.3 V FILAMENT: 0.45 amp. 
6.3 V CRYSTAL HEATER: 0.9 amp. 
1.4 V FILAMENT: 1.25 amp. 
PLATE, SCREEN, AND BIAS CIRCUIT POWER DRAINS 


115 v or 230 v, 50 to 65 cps, 


160 V DC: 15 ma. 
155 V DC: 5 ma. 
145 V DC: 50 ma. , 
-40 V DC: 0.25 ma. 


UNCLASSIFIED 


ADAPTABILITY TO SERVICE CONDITIONS 
ALTITUDE: 10,000 ft. 
WEATHER AND CLIMATE: 

ture proofed. 
OPERATING TEMPERATURE: 
deg C. 


Fungiproofed, mojs; 


-40 deg C to +56 


TUBE AND/OR CRYSTAL COMPLEMENT 


No Electron Tubes. 


REFERENCE DATA AND LITERATURE 


TM11-5078: 


Technical Manual for Power Supply 
PP- 846/U. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE TASSA 
PROCUREMENT COGNIZANCE 

STOCK NO. 


12 PP-846/U: 1 


UNCLASSIFII 
October 195 


Radio-Auxiliary 


PP-846/U POWER SUPPLY 


EQUIPMENT SUPPLIED DATA 


NAME AND NOMENCLATURE 


Power Supply PP-8u6/U 


OVERALL DIMENSIONS 
(inches) 


QUANTITY 
PER 
EQUIPT 


5 X 6-1/4 X 7 


UNCLASSIFIED 


1.2 PP-846/U: 2 


UNCLASSIFIED 
February 1960 


RECTIFIER POWER UNIT 


Rectifier Power Unit PP-86/1XC-1 


FUNCTIONAL DESCRIPTION 


Rectifier Power Unit PP-86/TXC-1 is a 
electronic-type power supply with full-wave 
rectification designed to supply the neces- 
sary operating voltages to Facsimile Trans- 
ceivers TT-1/TXC-1 through TI-1F/TXC-1 (part 
of Facsimile Sets AN/TXC-1 through AN/TXC- 1D) 
when these equipments are used over either 
wire or radio communication circuits. The 
power supply operates from an ac source. 

The power supply consists of a chassis 
assembly protected by a ventilated top cover 
and by a bottom cover plate. Input and out- 
put power cords are attached to the unit. 

No field changes in effect at time of 
preparation (26 June 1959). 


Radio-Auxiliary 


PP-86/TXC-1 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


INPUT REQUIREMENTS 


POWER SOURCE 
INPUT VOLTAGE: 100 to 130 v AC. 
FREQUENCY: 50 to 65 cycles. 
POWER INPUT: 250 W at 115 v. 

SIGNAL SOURCE: 1,800 cycles from fork 


oscillator. 


OUTPUT 


UNREGULATED PLATE SUPPLY: 450 v AC, 270 


ma. 
FILAMENT SUPPLY: 6.3 v AC, 6.25 amp; 6.3 
v AC, 1.75 amp. 
START MOTOR SUPPLY: 115 v AC, 2 amp. 
REGULATED EXCITER LAMP SUPPLY: 6 volts AC 
+1 volt at 1,800 cycles 2.74 amp. 


TUBE AND/OR CRYSTAL COMPLEMENT 


(1) 7S7 (1) 7N7 
(2) 7C5 G1) eL7 
(1) 1B47 (1) 5Z3 


Total Tubes: (7) 
No Crystals used. 


REFERENCE DATA AND LITERATURE 
TM11-2258: Technical Manual for Facsimile 
Sets AN/TXC-1, 1A, 1B, 1C, and 1D. 


TYPE CLASSIFICATION (NAVY) 
DESIGN COGNIZANCE TASSA 


PROCUREMENT COGNIZANCE SPEC. 71-3107(S1IG) 


STOCK NO. 
R.D.8. IDENT. NO. 


VOLUME 
(Cu.Ft.) 


15 X 15-1/4 X 17-1/2 


EQUIPMENT SUPPLIED DATA 


NAME AND NOMENCLATURE 


1 | Rectifier Power Unit PP-86/TXC-1 


UNCLASSIFIED 


WEIGHT 
(Ibs.) 


OVERALL DIMENSIONS 
(inches) 


1.2 PP-86/TXC-I: 1 


UNCLASSIFIED 


February 1960 


RECTIFIER POWER UNIT 


Rectifier Power Unit PP-86A/TXC-1 


FUNCTIONAL DESCRIPTION 


Rectifier Power Unit PP-86A/TXC-1 is a 
electronic-type power supply with full-wave 
rectification designed to supply the neces- 
sary operating voltages to Facsimile Trans- 
ceivers TT-1/TXC-1 through TT-1F/TXC-1 (part 
of Facsimile Sets AN/TXC-1 through AN/TXC- 1D) 
when these equipments are used over either 
wire or radio communication circuits. The 
power supply operates from an ac source. 


The power supply consists of a chassis 
assembly protected by a ventilated top cover 
and by a bottom cover plate. Input and out- 
put power cords are attached to the unit. 


No field changes in effect at time of 


preparation (26 June 1959). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


INPUT REQUIREMENTS 


POWER SOURCE 
INPUT VOLTAGE: 100 to 130 v AC. 
FREQUENCY: 50 to 65 cycles. 


UNCLASSIFIED 


Radio-Auxiliary 


PP-86A/TXC-1 


POWER INPUT: 250 W at 115 v. 
SIGNAL SOURCE: 1,800 cycles from fork 
oscillator. 7 
OUTPUT 
UNREGULATED PLATE SUPPLY: 450 v AC, 270 


ma. 

FILAMENT SUPPLY: 6.3 v AC, 6.25 amp; 6.3 
v AC, 1.75 amp. 

START MOTOR SUPPLY: 115 v AC, 2 amp. 

REGULATED EXCITER LAMP SUPPLY: 6 volts 
ac t1 volt at 1,800 cycles 2.74 amp. 


MANUFACTURER'S OR CONTRACTOR'S DATA 
Times Facsimile Corp, New York, New York. 


Order 4221-Phil-47-77. 
Contract NObsr-42035. 


TUBE AND/OR CRYSTAL COMPLEMENT 


(1) 787 (1) 7N7 
(2) 7C5 (1) 7L7 
(1) 5651 (1) 5Z3 


Total Tubes: (7) 


No Crystals used. 


REFERENCE DATA AND LITERATURE 


TM11-2258: Technical Manual for Facsimile 
Sets AN/TXC-1, 1A, 1B, 1C, and 1D. 


TYPE CLASSIFICATION 
DESIGN COGNIZANCE JASSA 


PROCUREMENT COGNIZANCE SPEC 71-3107(SIG) 
STOCK NO. 
R.0.B. IDENT. NO. 


1.2 PP-86A/TXC-1: 1] 


UNCLASSIFIED 


Radio-Auxiliary February 1960 


PP-86A/TXC-1 RECTIFIER POWER UNIT 


SHIPPING DATA 


OVERALL DIMENSIONS 
(inches) 


NUMBER 


VOLUME 
(Cu.Ft.) 


CONTENTS AND IDENTIFICATION 


Rectifier Power unit PP-86A/TXC-1 15 X 15-1/4 X 17-1/2 


EQUIPMENT SUPPLIED DATA 


QUANTITY OVERALL DIMENSIONS WEIGHT 
PER NAME AND NOMENCLATURE ‘ 
EQUIPT (inches) (Ibs.) 
Rectifier Power unit PP-86A/TXC-1 OX 105K: 22 48 


1.2 PP-86A/TXC-1: 2 UNCLASSIFIED 


UNCLASSIFIED 
February 1960 


RECTIFIER POWER UNIT 


Rectifier Power Unit PP-86C/IXC-1 


FUNCTIONAL DESCRIPTION 


Rectifier Power Unit PP-86C/TXC-1 is an 
electronic-type power supply with full-wave 
rectification designed to supply the neces- 
sary operating voltages to Facsimile Trans- 
ceivers TI-1/TXC-1 through TT-1F/TXC-1 (part 
of Facsimile Sets AN/TXC-1 through AN/TXC-1D) 
when these equipments are used over either 
wire or radio communication circuits. The 
power supply operates from an ac source. 

The power supply consists of a chassis 
assembly protected by a ventilated top cover 
and by a bottom cover plate. Input and out- 
put power cords are attached to the unit. 

No field changes in effect at time of 
preparation (26 June 1959). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


INPUT REQUIREMENTS 
POWER SOURCE 
INPUT VOLTAGE: 100 to 130 v AC. 
FREQUENCY: 50 to 65 cycles. 


Radio-Auxiliary 


PP-86C/TXC-1 


250 W at 115 v. 
1,800 cycles from fork 


POWER INPUT: 
SIGNAL SOURCE: 


oscillator. 


OUTPUT 


UNREGULATED PLATE SUPPLY: 450 v AC, 270 
ma. 
FILAMENT SUPPLY: 

v AC, 1.75 amp. 
START MOTOR SUPPLY: 115 v AC, 2 amp. 
REGULATED EXCITER LAMP SUPPLY: 6 volts 

ac t] volt at 1,800 cycles 2.74 amp. 


6.3 v AC, 6.25 amp; 6.3 


MANUFACTURER’S OR CONTRACTOR’S DATA 


Times Facsimile Corp, New York, New York. 
Contract NObsr-52042, dated 6 October 
1950. 


TUBE AND/OR CRYSTAL COMPLEMENT 


(1) 7S7 (1) 7N7 
(2) 7C5 CE) 267 
(1) 5651 (1) 5Z3 


Total Tubes: (7) 


No Crystals used, 


REFERENCE DATA AND LITERATURE 


TM11-2258: Technical Manual for Facsimile 
Sets AN/TXC-1, 1A, 1B, 1C and 1D. 


TYPE CLASSIFICATION 


DESIGN COGNIZANCE = BUSHIPS 


PROCUREMENT COGNIZANCE SPEC. SHIPS-F=263 


STOCK NO. 


SHIPPING DATA 


NUMBER 
OF CONTENTS AND IDENTIFICATION 
BOXES 
1 Rectifier Power Unit PP~86C/TXC—1 


VOLUME OVERALL DIMENSIONS Lpgeaail 
(Cu.Ft.) (inches) (Ibs.) 
| 20:3 | 15 X 15-1/4 X 17~1/2 | 89 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
PER 
EQUIPT 


NAME AND NOMENCLATURE 


Rectifier Power Unit PP—86C/TXC—-1 


UNCLASSIFIED 


WEIGHT 
(Ibs.) 


OVERALL DIMENSIONS 
(inches) 


1.2 PP-86C/TXC-1: 1 


UNCLASSIFIED 
February 1960 


RECTIFIER POWER UNIT 


<—- 


Pm 


Rectifier Power Unit PP-86D/TXC-1 


FUNCTIONAL DESCRIPTION 
Rectifier Power Unit PP-86D/TXC-1 is an 


electronic-type power supply with full-wave 
rectification designed to supply the neces- 
sary operating voltages to Facsimile Trans- 
ceivers TI-1/TXC-1 through TT-1F/TXC-1 (part 
of Facsimile Set AN/TXC-1 through AN/TXC-1D) 
when these equipments are used over either 
wire or radio communication circuits. The 
power supply operates from an ac source. 

The power supply consists of a chassis 
assembly protected by a ventilated top cover 
and by a bottom cover plate. Input and output 
power cords are attached to the unit. 

No field changes in effect at time of 
preparation (26 June 1959). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


INPUT REQUIREMENTS 
POWER SOURCE 
INPUT VOLTAGE: 100 to 130 v AC. 
FREQUENCY: 50 to 65 cycles. 


Radio-Auxiliary 


PP-86D /TXC-1 


POWER INPUT: 
SIGNAL SOURCE: 

oscillator. 

OUTPUT 
UNREGULATED PLATE SUPPLY: 
ma. 
FILAMENT SUPPLY: 

v AC, 1.75 amp. 
START MOTOR SUPPLY: 115 v AC, 2 amp. 
REGULATED EXCITER LAMP SUPPLY: 6 volts 

ac tl volt at 1,800 cycles 2.74 amp. 


25 Om Weat: li Smvi. 
1,800 cycles from fork 


450 v AC, 270 


6.3 v AC, 6.25 amp; 6.3 


MANUFACTURER'S OR CONTRACTOR'S DATA 


Times Facsimile Corp, New York, New York. 
Contract NObsr-52042, dated 6 October 
1950. 


TUBE AND/OR CRYSTAL COMPLEMENT 


(1) 787 (1) 7N7 
(2) 7CS5 (1) 7L7 
(1) 5651 (1) 5Z3 


Total Tubes: (7) 


No Crystals used. 


REFERENCE DATA AND LITERATURE 


NAVSHIPS 91068A: Technical Manual for Fac- 
simile Transceiver TT-41B/TXC-1B and 
Rectifier Power Unit PP-86D/TXC-1. 


TYPE CLASSIFICATION 


DESIGN COGNIZANCE BUSHIPS 


PROCUREMENT COGNIZANCE SPEC. SHIPS—F—263 


STOCK NO. 


SHIPPING DATA 


1 Rectifier Power Unit PP—86D/TXC=1 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
PER ING eatin: HOMENCEARIRE OVERALL DIMENSIONS WEIGHT 
EQUIPT (inches) (Ibs.) 


Rectifier Power Unit PP-860/TXC-1 


UNCLASSIFIED 


1.2 PP-86D/TXC-1: 1 


UNCLASSIFIED 


April 1958 


Rectifier Power Unit PP-882/0 
FUNCTIONAL DESCRIPTION 


The PP-882/U is an unregulated power sup- 
ply for use with Radio Transmitting and Re- 
ceiving Equipment TCS. It is designed to 
provide two high-voltage DC outputs, one un- 
filtered low voltage DC output and one low- 
voltage AC output. It employs two full-wave 
vacuum-tube rectifiers and one full-wave se- 
lenium type. AC output is taken from one of 
the filament transformers, 

No field changes in effect at time of 
preparation (26 December 1957). 


RELATION TO OTHER EQUIPMENT 


The PP-882/U is similar toNT-20309 except 
that it contains provision for only 230 v AC, 


NUMBER 
OF 
BOXES 


CONTENTS AND IDENTIFICATION 


Rectifier Power Unit 
Set of Equipment Spares 


RECTIFIER POWER UNIT 


SHIPPING DATA 


Radio-Auxiliary 


PP-882/U 


single ph, 50 to 60 cycle input, and similar 
to Navy Type (NT)-20218 and 20218A except 
for input. 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 

OUTPUTS: 400 v DC, 200 ma. 

225 v DC, 120 ma. 

12 v DC, 1.225 amp. 

12.6 v AC, 3.9 amp. 

POWER SOURCE REQUIRED: 200/210, 220, 230, 
or 240 v, 50 to60 cps, single ph, 204 va. 


MANUFACTURER'S OR CONTRACTOR’S DATA 


Northeastern Engineering, Inc, Manchester, 
N. H. 
Contract NObsr-43388, dated 10 June 
1949, 


TUBE AND/OR CRYSTAL COMPLEMENT 


(2) SR4WGB 
Total Tubes: (4) 
No Crystals. 


(2) 6XSWGT 


REFERENCE DATA AND LITERATURE 


NAVSHIPS 91699: Technical Manual for Type 
PP-882/U Rectifier Power Unit. 
TYPE CLASSIFICATION 
DESIGN COGNIZANCE BUSHIPS 
PROCUREMENT COGNIZANCE 
STOCK NO. 


WEIGHT 
PACKED 
(Ibs.) 


OVERALL DIMENSIONS 
(inches) 


VOLUME 
(Cu.Fe.) 


3.55 14 X 19-1/2 x 22-1/2 124 


2.017 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
PER 
EQUIPT 


NAME AND NOMENCLATURE 


Rectifier Power Unit PP—882/U 
Set of Equipment Spares 


UNCLASSIFIED 


OVERALL DIMENSIONS 
(inches) 


10-1/8 X 16-11/16 X 17—1/4 


1,2 PP-882/U: 1 


UNCLASSIFIED 


October 1957 


RECTIFIER POWER UNIT 


Rectifier Power Unit PP-903/U 


FUNCTIONAL DESCRIPTION 


The PP-903/U is for general use and sup- 
Plies both high and low DC voltage from a 
117 v, 50 to 60 cps power source. Its DC 
output is designed to supply both high and 
low DC voltage required by airborne radio 
transmitter receiver when operated on the 
ground where 117 v power is available. This 
eliminates the need for storage batteries 
and dynamotors. 

No field changes in effect at time of 
preparation (20 March 1957). 


Radio-Auxiliary 


PP-903/U 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


POWER INPUT: 117 v, 50 to 60 cps. 
POWER OUTPUT: 300 to 360 v DC at 0 to 300 
mw; 24 to 28 v DC at 3 to 8 amp. 


MANUFACTURER’S OR CONTRACTOR'S DATA 


Mare Island Naval Shipyard, Vallejo, Calif. 

Allotment No: 55001/51. 

Approximate Cost: $920.00 with equipment 
spares. 


TUBE AND/OR CRYSTAL COMPLEMENT 
(2) SR4GY 


Total Tubes: (2) 


REFERENCE DATA AND LITERATURE 


NAVSHIPS 91761: Technical Manual] for Recti- 
fier Power Unit PP-903/U. 


TYPE CLASSIFICATION 


DESIGN COGNIZANCE BUSHIPS 


PROCUREMENT COGNIZANCE 
STOCK NO. 


EQUIPMENT SUPPLIED DATA 


QUANTITY 
PER 
EQUIPT 


NAME AND NOMENCLATURE 


Rectifier Power Unit PP-903/U 


UNCLASSIFIED 


OVERALL DIMENSIONS 
(inches) 


WEIGHT 
(Ibs.) 


2X19: XA 27) 144 


1.2 PP-903/U: 1 


LASSIFIED 


1.2 pp. 


949/TGc, 


Radio-Auxiliary 


PP-949/TGC 


FUNCTIONAL DESCRIPTION 


The PP-949/TGC supplies 115 wv DC for the 
operation of teletypewriter equipment that 
is used with switchboard BD-100 and 115 v AC 
for the operation of one teletypewriter print- 
er motor (Printer TG-7-A or Teletypewriter 
TG-7-B or TG-37-B). The power supply is part 
of Telegraph Central Office Set TC-3, which 
includes these equipments. 

No field changes in effect at time of 
preparation (22 March 1957). 


ELECTRICAL AND MECHANICAL CHARACTERISTICS 


INPUT 

VOLTAGE: 
250 v. 

FREQUENCY: 
PHASE: Single. 
POWER: 100 w ful) load. 
POWER FACTOR: 65%. 
EFFICIENCY: 50%. 


80 to 100; 100 to 125; 200 to 


50 to 65 cps. 


UNCLASSIFIED 


October 1957 


POWER SUPPLY 


OUTPUT AT 115 v. 
DC: 4.55 amp. 
AC: 1.3 amp. 
TUBE AND/OR CRYSTAL COMPLEMENT 
(1) 6X4W (1) 5651 (1) 5687 (1) 5751 (1) 5814 


Total Tubes: (5) 


REFERENCE DATA AND LITERATURE 


TM11-991: Technical Manual for POWFR SUPPLY 
PP-949/TGC. 


TYPE CLASSIFICATION 


DESIGN COGNIZANCE Tassa 


PROCUREMENT COGNIZANCE 
STOCK NO. 


SHIPPING DATA 


NUMBER 

OF CONTENTS AND IDENTIFICATION 
BOXES 

1 Power Supply PP-949/TGC 


Case CY~-1452/TG 


Power Suppl y PP—949/TGC 
Case CY-1452/TG 


1.2 PP-949/TGC: 2 


WEIGHT 
PACKED 
(Ibs.) 


375 


VOLUME 
(Cu.Ft.) 


OVERALL DIMENSIONS 
(inches) 


25-1/8 X 28-1/2 X 39-5/8 


WEIGHT 
(Ibs.) 


UNCLASSIFIED 


UNCLASSIFIED ) 
March 1957 Radio Auxiliary 


POWER SUPPLY PP-987/U 


PROTECTIVE - 


SWITCH 


Hoh 


Power Supply PP-987/09 


FUNCTIONAL DESCRIPTION disk rectifiers, a transformer, and associ- 


; ated parts and wiring. 
The PP-987/U is designed to supply al] 
of the DC voltages for a receiver and trans- No field changes in effect at time of 
wmitter group. The equipment contains dry preparation (5 October 1956). 


UNCLASSIFIED 1.2 PP-987/U: 1 


UNCLASSIFIED 
Radio Auxiliary 


PP-987/U POWER SUPPLY 


March 1957 


ELECTRICAL AND MECHANICAL CHARACTERISTICS TUBE AND/OR CRYSTAL COMPLEMENT 


INPUT: 105 to 125 v, 50 to 60 cps, single No Electron Tubes. 
ph. ; 
OUTPUT: 120 v, lamp filtered. 
120 v, lamp unfiltered. REFERENCE DATA AND LITERATURE 


120 v, 0.090 amp filtered. 


NAVSHIPS 92378: Technica] Manual] for Tele- 
typewriter Sets AN/FGC- 38, 38X. 


MANUFACTURER'S OR CONTRACTOR'S DATA 
TYPE CLASSIFICATION 
Teletype Corp, Chicago, I)]inois. DESIGN COGNIZANCE  BUSHIPS 
Contract NObsr 52445, dated 3 Apri] 1953. PROCUREMENT COGNIZANCE 
STOCK NO. 


SHIPPING DATA 


Rea VOLUME OVERALL DIMENSIONS 
wane CONTENTS AND IDENTIFICATION (Cu.Ft.) Gachadl 


1 


Power Supply pP-987/U 


19=1/4 X 15 X 15-1/4 


EQUIPMENT SUPPLIED DATA 


OVERALL DIMENSIONS 
(inches) 


Power Supply PP~987/U 


QUANTITY 
PER 
EQUIPT 


WEIGHT 
(Ibs.) 


71/2 X 10 X 12 


1.2 PP-987/U: 2 


UNCLASSIFIED 


